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STATE OF ARIZONA

TEMPORARY AQUIFER PROTECTION PERMIT NQO. P- 106360

1.0 AUTHORIZATION

PLACE ID 1579, LTF 61845
SIGNIFICANT AMENDMENT

In compliance with the provisions of Arizona Revised Statutes (A.R.S.) Title 49, Chapter 2, Articles 1, 2 and 3, Arizona
Administrative Code (A.A.C.) Title 18, Chapter 9, Articles 1 and 2, A, A, C. Title 18, Chapter 11, Article 4 and
amendments thercto, and the conditions set forth in this permit, the Arizona Department of Environmental Quality
(ADEQ) hereby authorizes Florence Copper Ine. to operate the Florence Copper Project- Pilot Test Facility Florence,
Pinal County, Arizona, over groundwater of the Pinal Active Management Arca, in Section 28, Range 9E, Township 48
Gila and Salt River Base Linc and Merdian,

For purposes of A.A.C. R18-3-A210(E), this pcrmit becomes effective upon the date ADEQ approves the permittec’s
written notification to ADEQ that all pre-operational requirements have been completed,

1. Following all the conditions of this permit including the design and operational information documented or referenced
below, and

2. Such that Aquifer Water Quality Standards (AWQS) are not violated at the applicable point of compliance (POC) set
forth below, or if an AWQS for a pollutant has been exceeded in an aquifer at the time of permit issuance, that no
additional degradation of the aquifer relative to that pollutant, and as determined at the applicable POC, occurs as a
result of the discharge from the facility.

1.1 PERMITTEE INFORMATION

1.2

Facility Name:
Facility Address:

Permittee:
Permittee Address:

Facility Contact:

Emergency Phone No.:

Latitude/Longitude:
Legal Description:

Florence Copper Project Production Test Facility
Florence Copper Tne.

1575 W. Hunt Highway

Florence, AZ 85132

Florenee Copper Inc.
1575 W. Hunt Highway
Florence, AZ 85132

Dan Johnson, Vice President, Environmental
(520) 374-3984

3303 14°N/111°26° 4.7 W
Township 48, Range 9E, Section 28 Gila and Salt River Base Line and Meridian

AUTHORIZING SIGNATURE

Trevor Baggiore, Director

Water Quality Division

Arizona Department of Environmental Quality

Signed this day of

» 2016

THIS AMENDED PERMIT SUPERCEDES ALL PREVIOUS PERMITS
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SPECIFIC CONDITIONS [A.R.S. §§ 49-203(4), 49-241(A)]

Facility / Site Description [A.R.S. § 49-243(K)(8)]

"The Temperary Individual Aquifer Protection Permit (APP) is for a Production Test Facility ("TF), a pilot scale
test facility located on approximately 160 acres of the Anizona State Land (Mincral Lease 11-26500). The
Temporary APP is to construct and operate a production test facility which shall provide sufficient data to
assess and develop a full-scale in-situ mining operation.

The PTF will occupy approximately 13.8 contiguous acres and the PTF well field will occupy approximately
2.2 acres. Florence Copper Inc. proposcs to construct and operate the PTF over a two-year period, estimated to
include an approximate 14 month leaching phase and a 9 month mine block rinsing phase. The PTF well field
will contain a total of 24 wells and consists of 4 Underground Injcetion Control (UIC) Class 111 injection wells,
9 recovery wells, 7 observation wells, and 4 multilevel sampling wells. The proposed In-Situ Copper Recovery
(ISCR) process involves injecting a lixiviant (99.5% watcr mixed with 0.5% sulfuric acid) through tnjection
wells into the oxide zone of the bedrock beneath the site for the purposes of dissolving copper minerals from the
ore body. The estimated injection zone is between approximately 500 feet below ground surface (fi bgs) to
1,185 ft bgs. The resulting copper-bearing solution will be pumped by recovery wells to the surface where
copper will be removed from the solution in a solvent extraction electro winning (SX/EW) plant. The barren
solution from the SX/EW plant will be re-acidified and re-injected back into the oxide zone. Other facilitics
proposed for the PTF will include the SX/EW Plant, Process Water Impoundment (PWI), Runoff Pond, tank
farm and other ancillary facilities.

The site includes the following permitied discharging facilities:

Table 2.1
Permitted Facilities
Facility Latitude Longitude

In-Situ Arca

Injection and Recovery Well 3P 139”N 111°26° 4.69" W
Block

Process Water Impoundment 333" 867N 111°25° 22187 W

Run-off Pond 33°3° 466" N 111°25° 22.6" W

Annual Registration Fee [A.R.S. § 49-242 and A.A.C. R18-14-104]
The annual registration fee for this permit is established by A.R.S. § 49-242 and is payable to ADEQ cach year.
The design flow is 432,000 gallons per day (gpd).

Financial Capability [A.R.S. § 49-243(N) and A.A.C. R18-9-A203|

The permittec has demonstrated financial capability under A.R.S. § 49-243(N) and A.A.C. R18-9-A203, The
permitiee shall maintain financial capability throughout the life of this permit, The cstimated closure cost is
$3,946,194, The financial assurance mechanism was demonstrated through a performance surety bond in the
amount of $3,946,194(A.A.C. R18-9-A203 (C)(2)).

Best Available Demonstrated Control Technology [A.R.S. § 49-243(B) and A.A.C. R18-9-A202(A)(5)]
This permit authorizes the temporary operation of the discharging facilities listed below, pursuant to A.AC.
R18-9-A210(E). The intent of the pilot test is to demonstrate that hydraulic control of the in-situ solution can
be maintained at the site in order to conduct a copper recovery process. The discharging facilities and their
BADCT descriptions are also presented in Section 4.1, Table 4.1-1.
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Engineering Design

2.2.11

2.21.2

2.2.1.3

In-Situ Area Injection and Recovery Well Block

Design, construction, testing {mechanical integrity), and operation of injection and recovery
wells shall follow EPA Class I1I rules (40 CFR Purt 146). The maximum fracture pressure
shall be no greater than 0.65 pounds per square inch per foot (psi/ft} of depth. Hydraulic
control shall be maintained at all times, within the pilot test facility well block, by pumping
recovery wells at a rate preater than the injection ratc in order to maintain a conc of
depression that extends at least 500 feet from the in-situ area injection and recovery well
block. The injection and cxtraction volumcs shall be metered at the well-heads, monitored
daily, and recorded. Surface water control shall be provided for the PTF injection and
recovery well sites.

Process Water Impoundment _

The Process Water Impoundment (PW1), a process solution pond, shall be used to evaporate
neutralized solutions and contain resulting sediments. The PW1 shall be located immediately
north of the nunoff pond which is directly north of the SX/EW plant. The PWI shall have a
capacity of approximately 1.7 million cubic feet, approximately 15 to 23-feet deep, with
internal and external side slopes of 2.5-feet horizontal to 1.0-feet vertical (2.5H:1V), and
maintain a minimum of two (2) feet freeboard. The PW1 shall be designed as a double liner
systemn and include a leak collection and removal system (LCRS). The lincr system shall
consist of, from bottom to top; a compacted sub-grade (foundation) with liner bedding, 60-
mil HDPE secondary lincr, geonet, and 60-mil primary liner. The LCRS shall be equipped
with; a sump located at the lowest elevation of the pond; a sump pump to remove
accumutated Jiquids; and an alarm system for.fluid detection.

Run-off Pond

The Runoff Pond, a non-stormwater pond, shall be located directly south ofthe PWI, north of
the adjacent SX/EW plant, and northeast of the Pregnant Leachate Solution (PLS) and
Raffinate tank secondary containment structurc. The Runoff Pond shall be designed to
capture direct precipitation; stormwater runoff from the roofs of on-site structures, cathode
storage slab and concrete apron onthe south side of the SX/EW Building; fire sprinkler water
or process solutions that may enter or overflow the SX/EW Building floor sump; and any
spills on or wash down from these areas. The Runoft Pond shall have a capacity of
approximately 6,583 cubic feet; approximately 5-feet deep; internal and external side slopes
shail be no less than 2.0-feet horizontal to 1.0-feet vertical (2.5H:1V); and pond shall -
maintain a minimum of two (2) feet freeboard. The Runoff Pond shall be designed with a
single liner that includes an engineered compacted sub-grade and 60-mil HDPE
geomembrane liner, The Runoff Pond shall incorporate a sump equipped with a pump along
with fluid-level detection equipment. When fluid is detected above the level set-point the
pump will transfer fluid out of the Runoft Pond to the PWI via pipeline.

Site-specific Characteristics
Not applicable to this permit.

Pre-operational Requirements

a) All borcholes or wells, other than thosc approved for the PTF, located within 500-fect of the PTF
well field boundary shall be plugged and abandoned per the Arizona Department of Water
Resources {ADWR) rules and EP A Underground Injection Control {UIC) regulations priorto PTF
operation. All boreholes or wells within a 150-foot radius of the Process Water Impoundment and
Runoff Pond shall also be plugged and abandoned per the Arizona Department of Water Resources
{ADWR) rules. Documentation records for the plugging and abandonment of all boreholes and
wells within 500 feet of the PTF and within 150 feet of the Process Water Impoundment and
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Runoff Pond shall be submitted in accordance with the Compliance Schedule in Scetion 3.0.

b) All Class III injcction wells shalt be drilled, cased and cemented according to the requirements of
the UIC permit, Prior to commencement of operation, all new Class IT1 injection wells shall mect
the mechanical integrity testing (MIT)} requirements of the ULC permit.

¢) The permittee shall complete uquifer pump tests from the four outermost recovery wells located at
the four corners of the PTF well field prior to injection in order to optimize knowledge of
suhsurface characteristios particularly within the targeted in-situ leaching zone and report in
accordance with Section 2.7.4.3 and the Compliance Schedule (Section 3.0)

d) Once the electrical conductivity (EC) probes are installed, determine ambicent Bulk EC conditions,
propose alert levels { ALs) and report in accordance with Section 2.7.4.7 and Compliance Schedule
{Section 3.0)

e) Inward hydraulic gradient towards the recovery wells shall be established and confirmed prior to
the injection of acidified process soluticn into the injection wells and reperted in accordance with
Scetion 2.7.4.3 and Compliance Schedule (Section 3.0).

f) The permittee shall establish a cone of depression by confirming that groundwater elevationat the
downgradicnt edge of the PMA boundary s higher than groundwater elevation at the downgradient
PTF observation well. The groundwater elevations will be used to compile a potentiometric
surface map to be submitted to WPS as required in Section 3.0, CSI #2.

g) The permittee shall establish ambient mine block groundwater concentrations using an ADEQ
approved statistical method (sce Scction 2.7.4.2) to determine pre-mining concentrations at the
PTF wells. Ambient groundwater concentrations for POC wells and Supplemental wells (including
MW-01) shall bc cstablished in accordance with Section 2.5.3.2 and reported per the Comapliance
Schedule (Section 3.00.

Operational Requirements
A description of required inspections and operational monitoring for BADCT is included in Section
4.1, Tables 4.1-3, and 4.1-8.

The injection wells at the site are classified as Class IIT Injection wells by the USEPA and are
permiited by EPA’s UIC Program. The injection and recovery wells shall be designed to meet the
mechanical integrity requiréments in the UIC regulations, Code of Federal Regulations (CFR) part 144
and 146. All injection wells and recovery wells shall be designed and installed to prevent injection
into the top 40 feet (the exclusion zone) of the oxide zone. The injection of the solutions shall be
limited to the Oxide ore body only.

The PTF operation rclies on hydraulic control of the ISCR solutions to demonstrate BADCT.
Hydraulic control shall be confirmed through the use of observation wells, supplemental wells, MW-
01, and POC wells. ‘An inward hydraulic gradicnt shatl be measured by water level elevations in
recovery and observation wells. Bulk well field electrical conductivity shall be measured at all
observation wells. Fluid electrical conduetivity shall he measured at observation and injection wells to
confirm hydraulic control. Well bore electrical conductivity shall be measured above the middle fine
grained unit {MFGU) on all observation wells, supplemental wells, multi-level sampling wells and
operational monitoring well MW-01. Groundwater clevations in wells completed in the Oxide shall be
measured to confirm the groundwater elevation at the downgradient edge ofthe PTF well field is lower
than the edge of the PTF well field pollutant management area boundary (i.e. BADCT cone of
depression).  The rates of injeetion and recovery shall be continuously monitored and controlled so
that the total volume of solution recovered is greater than the volume of solution injected, averaged
over 24 hour period. Automatic controls and alarms shall be used in the well field to ensure process
upscts do not result in the loss of hydraulic control. Hydraulie contrel over the injected selutions shalt
be maintained from the time injection begins and until well abandonment is completed by the applicant
and approved by the appropriate agencics and groundwater in the minc hlocks meets APP closure
critera.
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The injection pressure in the Class 11 injection wells shall be kept below the fracture pressurc of the
oxide ore body. A fracture gradient of 0.65 pounds per square inch per foot (psi/ft) of depth was
established by field test data as being adequate to prevent hydraulic fracturing of the bedrock.

Observation wells located down-gradient of the injection wells may be temporarily converted to use as
recovery wells in order to maintain hydraulic control.

[A.R.S. §§ 49-201(14), 49-243 and A.A.C. R18-9-A205(B)]

The permittee shall operate and maintain all permitted facilities listed below to prevent unauthorized discharges
pursuant to A R.S. §§ 49-201(12) resulting from failure or bypassing of BADCT pollutant control technologies
including liner failure, uncontrollable leakage, overtopping (e.g., exceeding maximum storage capacity defined
as a fluid level excoeding the crest elevation of a permitted impoundment), berm breaches, accidental spills, or
other unauthorized discharges.

23.1.

23.2

2,33

In-Situ Area Injection and Recovery Well Block
Hydraulic control over the injected solutions shall be maintained during the operating life of the
facility. In-situ solutions shall be injected and contained within the oxide unit.

Process Water Impoundment
The PWI shall be used to store neutralized solutions and resulting sediments, and direct precipitation.

Run-off Pond

The Runoff Pond shall be used to capture dircct precipitation; stormwater runoff from roofs on-site
structutes, cathode storage slab, and concrete apron on thé south side of the SX/EW building; firc
sprinkler water or process solutions that may enter or overflow the SX/EW Building floor sump; any
spills or wash down from these areas; and process upset events.

2.4 Point(s) of Compliance [A.R.S. § 49-244]
The Points of Compliance (POC) arc listed in Table 2.4 below. Monitoring shall be conducted at each
Point of Compliance (POC) as listed in Section 4.1, Table 4.1-6 and 4.1-7.

: Table 2.4
GROUNDWATER MONITORING POINTS OF COMPLIANCE
Total Screened o
POC# A];?R Depth Latitude Longitude Interval A%‘::itter
i (it. bgs) (ft. bgs)
POCs for In-Situ Well Filed
53- on1! n oL "
M14-GL 549172 B59 33°03'4.0"N 111°26' 15.77"W 778-838 LBFU
M15-GU 35- 615 33°03°4.04"N | 111° 26" 16.40"W 554-594 LBFU
547813
55- o ' n o v n .
M22-O 555831 1,140 33°03'4.53"N | 111°26'15.76"W | 932-1,130 Oxide
M23-UBF 555558_24 260 33°03'4.51"™N | 111°26' 16.50"W 210-250 UBFU
MS54-LBF TBD 650 33°03' 7.07"N 111°26'9.20"W 500-640 LBFU
M54-0 TBD 1,210 33°03' 6.91"N 111°26'9.22"W | 660-1,200 Onxide
POCs for Impoundments
M52-UBF | TBD | 276 | 33°0311.03"N | 111°25'24.66"W | 200-275 | UBFU

Note:

TBD - to be determined. The monitoring well location and construction details are proposed, pending
final installation of the wells. The wells are to be installed in accordance with the Compliance
Schedule, Section 3.0.
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The Director may amend this permit to designate additional POCs, if information on groundwater gradicnts or
groundwater usage indicates the need.

2.4.1

24.1.1

New Well Design and Installation

The permittee shall submit design specification for any other wells that may be installed or modified
for ADEQ’s prior review and approval. The wells shall be designed with appropriate surface scals,
annular seals to prevent cross contamination, plugs above the filter pack to prevent cement grout
intrusion inte the filter pack and screen, and filter pack and screen size seleeted for the lithology of the
screened interval.

All new wells shall be developed after installation and allowed to recover at least one week prior to
collection of an initial groundwater sample.

Replacement Wells

In the event that a well other than a POC well should become unusablc or inaceessibic duc to damage,
a significant decrease and/or increase in water level, or any other event, the replacement well{s) shall
be approved by ADEQ.

Monitoring Requirements [A.R.S. § 49-243(B) and (K)(1), A.A.C. R18-9-A206(A)]

All monitoring required in this permit shall continue for the duration of the permit, regardless of the status of the
facility. Monitoring shall commence the first full momitoring period following permit effective date or at a
frequency speceitfied by the permit. All sampling, preservation and holding times shall be in accordance with
currently accepted standards of professional practice. Trip blanks, equipment blanks and duplicate samples
shall also be obtained, and Chain-of-Custody procedures shall be followed, in accordance with currently
accepted standards of professional practice. Copies of laboratory analyses and Chain-of-Custody forms shall be
maintained at the permitted facility. Upon request, these doeuments shalt be made immediately available for
review by ADEQ personnel.

251

252

2.5.3

Discharge Monitoring

Discharge monitoring shall be conducted on a one time basis at the PLS Tank, Raffinate Tank, Process
Water Impoundment and Runoff Pond in accordance with Section 4.1, Table 4.1-2A, and the
Compliance Schedule in Scction 3.0, within 120 days of initial PTF start-up in order to allow for
accurate representation of process solutions. Initial discharge monitoring of the underground workings
shall be condueted at the location identificd in Section 4.1, Table 4.1-2B and in accordance with
Section 2.7.4.3 and the Compliance Schedule, Section 3.0. The underground workings shall be depth
specific sampled before the PTF operations begin. Continued underground working discharge
monitoring shall also occur during the injection phase at least sixth months tnte the mining phase, one
month after the mining has ceased, one month after the rinsing phase, and into the closure and post
closure monitoring period. Discharge Monitoring Sanipling Parameters are listed in Section 4.1, Table
4.1-2C. Results of the discharge momtoring shall be submitted to the WPS within 30 days from
receipt of the laboratory analytical results.

Facility / Operational Monitoring
Facility-specific operational monitoring requirements are listed in Section 4.1, Tables 4.1-3 and 4.1-8.

Groundwater Monitoring and Sampling Protocols

Static water levels shall be measured and recorded priorto sampling. Wells shall be purged of at least
three borchole volumes (as calculated using the static water level) or until ficld parameters (pH,
temperature, and conductivity) are stable, whichever represents the greater volume. If evacuation
results in the well going dry, the well shall be allowed to recover to 80 percent of the original horehole
volume, or [or 24 hours, whichever is shorter, prior to sampling. If after 24 hours there is not
sufficient water for sampling, the well shall be recorded as “dry”™ for the monitoring event. An
explanation for reduced pumping volumes, a record of the volume pumped, and modificd sampling
procedures shall be reported and submitted with the Self-Monitoring Report Form (SMRF).
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As an alternative method for sampling, the permittee may conduct the sampling using the low-flow
purging method described in the Arizona Water Resources Center March 1995 Field Munual for Water
Quality Sampling. Under this method, the well must be purged until at least two indicator parameters

stabilize.

Indicator parameters shull include dissolved oxygen, turbidity, pH, temperature and

conductivity.

2.5.3.1

2.53.2

POC Well Installation

Groundwatcr monitor wells must be installed at POC locations M54-LBF, M54-Q and M52-
UBF in accordance with the Compliance Schedule, Section 3.0.

Ambient Groundwater Monitoring for POCs

A minimum of eight (8) and a maximumn of twelve (12) rounds of groundwater sampling are
required to establish ambient groundwater quality at POC wells M54-LBF, M54-0 and M52-
UBF and any other additional POCs required to be instilled as part of the Compliance
Schedule (Section 3.0). Groundwatcr samples shall be obtained no more frequently than bi-
weekly and no less frequently than quarterly. Each ambient sample shall be analyzed for the
parameters listed in Scction 4.1, Table 4.1-5. Alert levels and aquifer quality limits shall be
established as required in Sections 2.3.3.2.1 and 2.5.3.2.2.

2.5.3.2.1 Alert Levels for POC Wells

ALs for POC wells will be calculated for all parameters with an established AWQS and for
the other sampling parameters listed as “reserved” in Section 4.1, Table 4.1-6 and Tablc 4.1-
7 within 30 days of receipt of the laboratory analyses for the final sampling round of the
ambient groundwater monitoring period fot ¢ach POC well list in Scction 2.4. The permittee
shall submit the ambient groundwater monitoring data in tabulated form to the ADEQ Water
Permits Section (WPS) for review, Copies of all laboratory analytical reports, field notes, and
the Quality Assurance/Quality Control (QA/QC) procedures used in the collection and
analyses of the samples for all parameters listed in Section 4.1, Tables 4.1-6 and 4.1-7 shall
be submitted to the WPS.

The permittee may submit a report with the caleulations for cach AQL and AL included in
the permit for review and approval by ADEQ, or the permittee may defer calculation of the
AQLs and ALs to the WPS, The AQLs and ALs shall be established and calculated by the
following formula or another valid statistical method submitted to WPS in writing and
approved for this permit by the WPS:

AL=M+KS

Where M = mean, S= standard deviation, and K = enc-sided normal tolerance interval with a
95% confidence level (Lieberman, G.J. {(1958) Tables for One-sided Statistical Tolerance
Limits: Industrial Quality Control, Vol. XiV, No. 1{). Obvious outliers should be excluded
from the data used in the AL calculation.

The following criteria shall be met in establishing ALs in the permit for constituents with an
AWQS:
1. The AL shall be calculated for a parameter using the analyses from a minimum of
cight (8) and maximum of twelve (12} consecutive sample rounds.
2. Any data where the practical quantification limit (PQL) cxceeds 80% of the AWQS
shall not be included in the Al calculation.
3. If a parameter is below the detection limit, the permittee must report the value as
“less than™ the numeric value for the PQL or detection limit for the paramcter, not
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just as “non-deteet”. For those parameters, the permitiee shall use a value of one-
half the reported detection limit for the AL calculation,

4, Ifthe analytical rcsults from more than 50% of the samples for a specific parameter
are non-detect, then the AL shall be set at 80% of the AW(QS.

5. If the calculated AL for a specific constituent and well is less than 80% of the
AWQS, the AL shall be set at 80% of the AWQS Ffor that constitucnt in that well.

The following criteria shall be met in establishing ALs in the permit for constituents without
an AWQS:
1. The AL shall be calculated for a patameter using the analyses from a minimum of
cight (8) and maximum of twelve (12) consecutive sample rounds
2. If a parameter is below the detection limit, the permittee must report the valuc as
“less than” the numerie value for the PQL or detection limit for the parameter, not
just as “non-detect”. For those parameters, the permittee shall usc a valuc of one-
half the reported detection limit for the AL calculation.

2.5.3.2.2 Aquifer Quality Limits for POC Wells

AQLs for POC wells will be calculated for each of the analytes for which a numeric AWQS
has been adopted within 30 days of receipt of the laboratory analyses for the final sampling
round of the ambient groundwater monitoring period for cach POC well list in Section 2.4.
For cach of the monitored analytes for which a numeric AW QS has been adopted, the AQL
shall be established as follows;
1. Ifthe calculated AL is less than the AW(QS, then the AQL shall be set equal to the
AWQS,
2. Ifthe calculated AL is greater than the AWQS, then the AQL shall be set equal to
the calculated AL wvalue, and no AL shall be set for that constituent at that
monitoring point.

Quarterly Compliance Groundwater Monitoring for POCs

The permittee shall perform quartetly compliance groundwater menitoring of the POC wells
as specified in Sectien 4.1, Table 4.1-6. The results of the monitoring shall be compared to
the AQLs and ALs.

The permittee shall submit reports of the quarterly compliance monitoring in accordance with
the reporting schedule at Section 2.7.6.

Semi-Annual Compliance Monitoring for POCs

The pemmittee shall perform semi-annual compliance monitoring of the POC wells as
specified in Section 4.1, Table 4.1-7. The results of the monitoring shall be compared to the
AQLs and ALs.

The permittee shall submit reperts of the semi-annual compliance monitoring in accordance
with the reporting schedule at Section 2.7.6.

Point of Compliance Well Replacement

In the event that one or more of the designated POC wells should become unusable or
inaccessible due to damage, or any other event, a replacement POC well shall be constructed
and installed upon approval by ADEQ. If the replacement well is 50 feet or less from the
original well, the ALs and/or AQLs ealculated for the designated POC well shall apply to the
replacement well.

Surface Water Monitoring and Sampling Protocels
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Not applicable to this permit.

Analytical Methodology

All samples collected for compliance monitoring and soil sampling shall be analyzed using Arizona
state-approved methods. If no state-approved method exists, then any appropriate EPA-approved
method shall be used. Repardless of the method uscd, the deteetion limits must be sufficient to
determine compliance with the regulatory limits of the parameters specified in this permit. Analyses
shall be performed by a laboratory licensed by the Arizona Department of Health Services, Office of
Laboratory Licensure and Certification. For results to be considered valid, all analytical work shalt
meet quality control standards specified in the approved methods. A list of Arizona state-certified
laboratories can be obtained at the address below:

Arizona Department of Health Services

Office of Laboratory Licensure and Certification
250 North 17" Avenuc

Phoenix, AZ 85007

Phone: (602) 364-0720

Installation and Maintenance of Monitoring Equipment

Monitoring equipment required by this permit shall be installed and maintainéd so that represcntative
samples required by the permit can be collected. Tf new groundwater wells are determined to be
necessary, the construction details shall be submitted to the ADEQ Water Permits Section for approval
prior to installation and the permit shall be amended to include any new monitoring points.

Protection of Downgradient Uses - Arsenic

For purposes of this permit, ADEQ has established a use protection level (UPL) for arsenic of 0.01
milligrams per liter (mg/L), consistent with EPA’s primary drinking water standard for arsenic. The
northwest corner of the State Mineral Leasc Land, on which the PTF shall be located, has been
conscrvatively designated as the downgradient point at which the arsenic UPL will be applied.
Consistent with ADEQ’s substantive policy statement titled “Using Narrative Aquifer Water Quality
Standards to Develop Permit Conditions for Aquifer Protection Permits” {Oct. 2003), an alert level for
arsenic shall be cstablished for each of the POC wells M14-GL, M15-GU, M22-O, M23-UBF, M54-
LBF, and M54-O for the in-situ well field through consideration of fatc and transport of arsenic in
groundwatcr to ensure that the UPL is not exceeded at the northwest corner of the State Mineral Leasc
Land (See Compliance Schedule, Scetion 3.0).

BADCT Monitoring Wells (Non-POC)

2.5.8.1 Monitoring well MW-01

Monitor well MW-01 shall be installed and approved by ADEQ in accordancc with the
Compliance Schedule, Scetion 3.0. Monitoring well MW-01 shall be located in the down
gradient groundwater direction at or near the PTF well ficld boundary. The placement of
MW-01 shall be sufficiently located to measure changes in chemical groundwater
concentrations emanating from the injection zones within the effective time frames of the
Temporary APP. MW-01 shall be a nested well screened separately across each proposed
injcction zone targeted for in-situ leaching, and into the LBFU. Monitoring requirements for
this well are listed in Scetion 4.1, Tables 4.1-6b, 4,1-7b and 4.1-8.

2.5.8.2 Supplemental Wells
Supplemental wells shall be installed and approved by ADEQ in accordance with the
Compliance Schedule, Section 3.0, The Supplemental wells are located in order to provide
groundwater data and potentiometric surface data during the duration of the PTF test.
Monitoring requirements for these wells are listed in Section 4.1, Tables 4.1-6b, 4.1-7b and
4.1-8.
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TABLE 2.5-1
GROUNDWATER MONITORING WELL

ADWR Total Screened
Well # N Depth Latitude Longitude Interval Aquifer Unit
% | (ft. bgs) (ft. bgs)
320-600
MW-01 | TBD | 1.200 TBD TBD and 620- |  LBFU and Oxide
1,200
UPPLEMENTAL GROUNDWATER MONITORING WELLS
ﬁg} TBD 260 | 33°03 199N | 111°26 6.18"W | 240-260 UBFU
I‘fg?: TBD 340 | 33°03'221"N | 111°26'644"W | 320-340 LBFU
MS7-0 | TBD 1200 | 33°03 1.8S"N | 111°26 8.39"W | 525-1200 Oxide
M58-0 | TBD 1200 | 33°03' 520'N | 111°26'494"W | 598-1200 Oxide
M390 | TBD 1200 | 33°03 1.58"N | 111°26'2.25"W | 535-1200 Oxide
M60-O | TBD 1200 | 33°02'5870"N | 111926 5.78"W | 445.1200 Oxide
I}fglp TBD 635 | 33°03'0.85"N | 111°25'58.92"W | 435-635 LBFU

2.5.8.3 Observation Wells

Observation wells shall be installed and approved by ADEQ in uccordance with the
Compliance Schedule, Section 3.0. The Observation wells are located in order to provide
data for inward hydraulic gradient and electrical conductivity monitoring. These wells are
also used in generating potentiometric surface maps. Monitoring requirements for these
wells is listed in Section 4.1, Table 4.1-8,

TABLE 2.5-2
OBSERVATION WELLS
Well # Al;\;’R z:,:tfgv:; Latitude Longitude T':;:.I l:?q, es].:;th Aquifer Unit
0-01 TBD 473-1200 33°03' 2.09"N 111°26'3.71"W 1200 Oxide
0-02 TBD 444-1200 33°03' 1.39"N 111°26'3.03"W 1200 Oxide
0-03 TBD 438-1200 33°02' 59.99"N 111°26'3.04"W 1200 Oxide
0-04 TBD 450-1200 33°02' 59.29"N 111°26'5.54"W 1200 Oxide
0-05 TBD 423-1200 [ 33°02'59.996"N | 111°26'6.36"W 1200 Oxide
0-06 TBD 433-1200 33°03' L.396"N 111°26' 6.35"W 1200 Oxide
007 TBD 476-1200 33°03' 2.08"N 111°26' 5.51"W 1200 Oxide
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2.5.8.4 Multi-Level Wells
The Multi-Level wells are pimarily used for obtaining process solution chemistry during the
PTF operation between injection and recovery wells. These wells shall be monitored for well
bore electrical conductivity as required in Section 4.1, Table 4.1-8.

TABLE 2.5-3
MULTI-LEVEL WELLS
FOR WELL BORE ELECTRICAL CONDUCTIVITY

Well # DWR# | Latitude Longitude Aquifer Unit
WB-01 TBD 33°03' 1.04"N 111° 26" 4.69"W UBFU
WB-02 TBD 33° 03 0.69"N 111° 26" 4.29"W . UBFU
WB-03 TBD 33°03' 0.35"N 111°26'4.70"W UBFU
WB-04 TBD 33°03' 0.69"N 111°26'5:11"W UBFU

2.5.8.5 Ambient Groundwater Monitoring for Supplemental Wells and MW-01
A minimum of eight (8) and a maximum of twelve (12) rounds of groundwater sampling are
required to establish ambient groundwater quality for wells listed in Table 2.5-1 as part of the
Compliance Schedule (Scetion 3:0). Groundwater samples shall be obtaincd no more
frequently than bi-weekly and no less frequeitly than quarterly. Each ambient sample shall
be analyzed for the paramcters listed in Section 4.1, Table 4.1-5. Alert levels shall be
established as required in Sections 2.5.8.5.1.

2.5.8.5.1 Alert Levels for Supplemental Wells and MW-01

ALs for Supplemental wells and MW-01 will be calculated for all pararueters with an
established AWQS and for the other sampling parameters listed as “reserved” in Section4.1,
Table 4.1-6.B and Table 4.1-7.B within 30 days of receipt of the laboratory analyses for the
final sampling round of the ambient groundwater monitoring period for each Operational
Monitoring well list in Section 2.5.8. The permittee shall submit the ambient groundwater
monitoring data in tabilated form to the ADEQ Watcr Permits Scction (WPS) for review.
Copies of all laboratory analytical reports, field notes, and the Quality Assurance/Quality
Control {QA/QC) procedures used in the collection and analyses of the samples for all
parameters listed in Section 4.1, Tables 4.1-6.B and 4.1-7.B shall be submitted to the WPS.

The permittee may submit a report with the caleulations for cach AL included in the permit
for review and approval by ADEQ, or the permittee may defer calculation of ALs to the
WPS. The ALs shall be established and calculated by the following formula or another valid
statistical method submitted to WPS in writing and approved for this perrmit by the WPS:

AL=M+KS

Where M = mean, S— standard deviation, and K = one-sided normal tolerance interval witha
95% confidence level (Licberman, G.J. (1958) Tables for One-sided Statistical Tolerance
Limits: Industrial Quality Control, Vol. XIV, No. 10). Obvious outliers should be excluded
from the data used in the AL calculation.

The following criteria shall be met in establishing ALs in the permit for constituents with an
AWQS:

1. The AL shall be calculated for a parameter using the analyses from a minimum of eight
(8) and maximum of twelve (12} consecutive sample rounds

2. Any data where the practical quantification limit (PQL) cxceeds 80% of the AWQS shall
not be included in the AL calculation.
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3. Tfaparameter is below the detection lirmit, the permittee must report the value as “less
than” the numeric value for the PQL or detection limit for the parameter, not just as
“non-detect”. For those parameters, the permiltee shall use a value of one-half the
reported detection limit for the AL calculation.

4. Ifthc analytical results from more than 30% of the samples for a specific parameter are
non-detect, then the AL shall be set at the AWQS.

The following criteria shall be met in establishing ALs in the permit for constituents without
an AWQS:

1. The AL shall be calculated for a parameter using the analyses from a minimum of eight
(&) and maximum of twelve (12) consecutive sample rounds

2. Tfaparameter is below the detection limit, the permittee must report the value as “less
than” the numeric value for the PQL or detection limit for the paramcter, not just as
“non-deteet”. For those paraieters, the permittee shall use a value of one-half the
reported detection limit for the AL calculation.

Ambient LBFU Bulk Electrical Conductivity

Four conductivity probes (sensors) shall be placed within the annulus of each of the seven PTF
observation wells, and shall be installed with a spacing of 20 fect between serisors, with the lowest
sensor placed in the middle of the exclusion zone. Background monitoring shall consist of a minimum
of § monitoring events per week, for a minimum of four (4) wecks, resulting in a total of 20 monitoring
events. Each monitoring event shall consist of sequentially energizing each of the 28 sensors, and
recording the signal received at the other 27 sensors, This process shall be repeated until each of the
sensors has been energized and the resulting signals recorded.

The permittee shall submit the ambient LBFU Bulk Electrical Conductivity data in tabulated form to
the ADEQ WPS for review. Copics of all data collcction records, field notes, and the Quality
Assurance/Quality Control (QA/QC) procedures used in the collection and analyses of the conductivity
data shall be submitted to the WPS. The permittce shall submit a report with the calculations for the
background bulk conductivity values for review and approval by ADEQ. The report shall include:

1. Outlier test to identify observations that deviate markedly from other observations in the
dutaset.

2.  Ananalysis of variance (ANOVA) of means.

3. A repression anqusis to identify which observed variations are significant and to identify
interfering correlations which could be affecting the obscervations (e.g. temperature, time of day,
electrical storm activity, etc.).

The report shall deseribe the cleetrical conductivity dataset distribution and shall identify the
appropriate statistical procedure (parametric or non-parametric) by which the ANOVA shall be
performed and the appropriate limits to be applied. This report shall be scaled by an appropriate
Arizona Registrant.

The AL in Table 4.1-8 is currently “Reserved” and shall be caleulated using an ANOVA method or
another valid statistical method submitted to WPS in writing and approved for this permit by the WPS,
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2.6 Contingency Plan Requirements
[A.R.S. § 49-243(K)(3), {K}7) and A.A.C. R18-9-A204 and R18-9-A205]

2.6.1

2.6.2

General Contingency Plan Requirements

At least onc copy of this permit and the approved contingency and emergency responsc plans
submitted in the application shall be maintaincd at the location where day-to-day decisions regarding
the operation of the Facility are made. The permittee shall be aware of and follow the contingeney and
emergency plans.

Any AL that is cxceeded or any violation of an AQL, discharge limit (DL), or other permit condition
shall be reported to ADEQ following the reporting requir¢ments in Section 2.7.3,

Some contingency actions may involve verification sampling. Verification sampling shall consist of
the first follow-up sample collected from a location that previously indicated a violation or the
exceedance of an AL.. Collection and analysis of the verification sample shall use the same protocols
and test methods to analyze for the pollutant or pollutants that cxceeded an AL or violated an AQL,
The permittee is subject to enforcement action for the failure to comply with any contingency actions
in this permit. Where verification sampling is specified in this permit, it is the option of the permittee
to perform such sampling. If verification sampling is not conducted within the timeframe allotted,
ADEQ and the permittee shall presume the initial sarmipling result to be confirmed as if verification
sampling has been conducted: The permittee is responsible for compliance with contingency plans
relating to the exceedance of an AL or violation of a DL, AQL or any other permit condition.

Exceeding of Alert Levels

2.6.2.1 Exceeding of Alert Levels Set for Operational Conditions
1. Ifun Operational Condition for BADCT in Section 4.1, Table 4.1-3 has been exceeded,
- the permittee shall:

a. Notify the ADEQ Water Quality Compliance Section within five (5) days of
becoming aware of a violation of any permit condition in accordance with Section
2.7.3 (Permit Violation and Alert Level Reporting), unless other reporting is
specified in Section 4.1, Tablc 4.1-3,

b. Submit a written report within thirty (30} days after becoming awarc of a violation
of a permit condition in accordance with Section 2.7.3. The report shall document
all of the following:

i, a description of the exceeded value or performance standard and its cause;
ii. the period of violation, including exact date(s) and time(s), if known, and the
anticipated time peried during which the violation is cxpected to continuc;
iii. any action taken or planned to mitigate the effects of the violation, or the spill,
or to eliminate or prevent recurrence of the violation;
iv. any monitoring activity or other information which indicates that any
pollutants would be reasonably expected to cause a violation of an Aquifer
Water Quality Standard; and
v. any malfunction or failure of pollution contrel devices or other equipment or
process.
2. The facility is no longer on alert status oncc the operational indicator no longer indicates
that an Operational Condition 1s being exceeded. The permittce shall, however,
completc all tasks ncecssary to return the facility to its pre-alert operating condition.

2.6.2.2 Exceedance of Alert Level #1 for Normal Liner Leakage
Ifan Alert Level #1 (AL #1) as specified in Section 4.1, Tablc 4.1-4, has been exceeded, the
permittee shall take the following actions:
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. Within 5 days of discovery, determine if the fluid in the collection sump is

uperational/process watcr from the impoundment by measuring the pH and conductivity
of fluids in the impoundment and in the sump to allow direct comparison in wastcwater
quality. Netify ADEQ Water Quality Compliance Section in accordance with Section
2.7.3(1) {Permit Violation and AL Status Reporting}, and include in the notification an
assessment of the type of water in the sump. Monitor fluid removal from the LCRS on
a daily basis until the daily volume of fluid quantified remains below AL#1 for 30 days
in order to minimize the hydraulic head on the lower liner.

Within 15 days of discovery, assess the condition of the liner systcm using visual
mcthods for visible portiens of the liner, electrical leak detection, or other methods as
applicable to determine the location of leaks in the primary lincr. If lincr damagpc is
cvident, the permittec shall complete liner repairs and submit documentation of the
repairs in the initial report discussed in Ttem No. 3 below.

. Within 30 days of discovery of exceeding AL#1, the permittee shall submit an initial

report to ADEQ Water Quality Compliance Section to address problems identificd
from the initial asscssment of the lincr system, the source of the fluid, and any remedial
actions taken to minimize the future occurrences. The report shall include the rosults of
the initial lincr cvaluation, methods used to lecate the leak(s) if applicable, any repair
procedures implemented to restore the liner to optimal operational status if required,
and other information necessary to ensure the future occurrence of the incidence will be
minimized. The permittee shall also submit the report required under Section 2.7.3.
For leakage rates that continuc to cxceed AL #1 and are below AL #2, a Liner Leakage
Assessment Report shall be included in the next annual report deseribed in Scetion
2.7.4 (Opcrational, Other or misccllaneous Reporting) of this permit. The permittee
may also submit the Liner Leakage Assessment Report to the ADEQ prior to the annual
report ue date. This Liner Leakage Assessment Report shall be submitted to both the
ADEQ Water Quality Compliance Section and the ADEQ Water Permits Section.

ADEQ will review the Liner Leakage Assessment Report and may require that the
permittee take additional action to address the problems identified from the assessment
of the liner and perform other applicable repair procedures as directed by the ADEQ,
including repair of the liner or addressing and controlling infiltration of non-operational
water detected in the LCRS.

2.6.2.3 Exceedance of Alert Level #2 (Discharge Limit) for Liner Failure or Rips
Ifthe Liner Leakage Discharge Limit (AL #2) specified in Section 4.1, Table 4.1-4, has been
exceeded, the permittee shall:

1.

Immediately cease all discharge to the impoundment, and notify ADE(Q’s Water
Quality Compliance Section orally, clectronically, or, by facsimile, of the AL #2
ex¢cedance.  Within 24 hours, determine if water in the collection sump is
operational/process water from the impoundment by measuring the pH and
conductivity of fluids contained in the impoundment and in the sump to allow direct
comparison in water quality.

Within 5 days of discovery, notify ADEQ Water Quality Compliancc Scetion, in
accordance with Scetion 2.7.3 (Pcomit Violation and AL Status Reporting) and
include an assessment reparding the type of water in the sump based upon the
measurements taken according to Item No. 1 listed above.

Within 15 days of discovery identify the location of the leak(s) using visual methods,
electrical leak detection, or other methods as applicable. If liner damage is evident, the
permittee shall complete liner repairs and submit documentation of the repairs in Item
No. 4 below. Discharge to the impoundment shall not be re-initiated until the leak(s)
have been identified and repaired.
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4. Within 30 days of cxcceding AL #2, submit a report to ADEQ as specified in Section
2.7.3 (Permit Violation and AL Status Reporting). The report shall include the results
of the initial liner cvaluation, methods used to locate the leak(s) if applicable, any
repair procedures and quality assurance/quality control implemented to restore the
liner to optimal opcrational status if required, and other information necessary to
ensure the future occurrence of the incidence will be minimized. Upon review of the
rcport, ADEQ may request additional monitoring or remedial actions.

5. If AL #2 continues to be cxecceded following completion of repairs, submit for
approval to ADEQ, a corrective action plan including a schedule to complete the
corrective actions to address all problems identified from the assessment of the liner
system and surface releases, if any, within 60 days of completion of repairs conducted
in response to Item No. 3 above. Upon ADEQ’s approval, the permittce shall
implement the approved plan and schedule of corrective actions,

6. Within 30 days of completion of corrective actions, submit to ADEQ, a written report
as specified in Section 2.6.6 (Corrective Actions).

2.6.2.4 Exceeding of Alert Levels in Groundwater Monitoring
2.6.2.4.1 Alert Levels for Indicator Parameters

1. If an AL in Section 4.1 Table 4.1-6, 4.1-6B, 4.1-7 or Tablc 4.1-7B been
exceeded, the permittee shall request that the laboratory verify the sample
results within 5 days. If the analysis does not confirm that an cxceedance
has occurred, no further action is required.

2, Within 5 days after receiving laboratory confirmation of an AL being
excecded, the permittee shall notify the ADEQ Water Quality Compliance
Section and submit written confirmation within 30 days of receiving the
laboratory confirmation of an AL exceedance.

3. Ifthe results indicate an cxecedance of an AL, the permittee shall conduct a
verification sample of groundwater from the well within 15 days from
laboratory confirmation. If the verification sample does not confirm that an
exceedance has occurred, the permittec shall notify ADEQ Water Quality
Compliance Section of the results. No further action is required under this
subsection.

4. Tf verification sampling confirms that the AL has been cxcteded, the
permittee shall increase the frequency of monitoring to monthly and analyze
for the entire list of parameters listed in Scction 4.1, Tuble 4,1-6 or Table
4.1-6B, and increase the monitoring frequency te quarterly for parameters
listed in Tables 4.1-7 or 4.1-7B, In addition, the permittee shall
immediately investigate the cause of the exceedance and report the results
ofthe investigation with the 30 day confirmation noted above. ADEQ may
require additional investigations, the installation of additional wells or
corrective action in response to the report. The permittee shall continue
monthly testing for the parameter(s) until the parameter(s) has remained
below the AL for three consceutive monthly sampling events.

2.6.2.4.2 Alert Levels for Pollutants with Numeric Aquifer Water Quality Standards

1. If an AL for a pollutant set in Section 4.1, Table 4.1-6, 4.1-6B, 4.1-7 or
Table 4.1-7B has been excceded, the permittee may conduct verification
sampling within 5 days of becoming aware of an AL cxecedance, The
permittce may usc the results of another sample taken between the date of
the last sampling event and the date of receiving the result as verification.

2. Ifvenfication sampling confirms the AL exceedance or if the permittee opts
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not to perfonm verification sampling, then the permittec shall increase the
frequency of monitoring to monthly In addition, the permittec shall
immediately initiate an investigation of the cause of the AL exceedance,
including inspeetion of all discharging facilities and all related pollution
control devices, review of any operational and maintenance practices that
might have resulted in an unexpected discharge, and hydrologic review of
groundwater conditions including upgradicnt water quality from existing
wells.

. The permittee shall initiate actions identificd in the approved contingency

plan referenced in Section 3.0 and specific contingency measures identificd
in Section 2.6 to resolve any probleimns identificd by the investigation which
may have led to an AL exceedance. To implement any other corrective
action the permittee shall obtain prior approval from ADEQ according to
Section 2.6.6. Alternatively, the permittee may submit a technical
demonstration, subject to written approval by the Water Permits Section,
that although an AL is exceeded, pollutants are not reasonably expected to
cause a violation of an AQL. Thc demonstration may propose arevised AL
or monitoring frequency for approval in writing by the Water Permits
Section. :

Within 30 days after confirmation of an AL exceedance, the permittee shall
submit the laboratory results to the Water Quality Compliance Section
along with 2 summary of the findings of the investigation, the cause of the
AL exceedance, and actions taken to reselve the problem.

Upon review of the submitted report, the Department may amend the permit
to require additional monitoring, increased frequency of monitoring, or
other actions.

The increased monitoring required as a result of an AL exceedance may be
reduced to the regularly scheduled frequency, if the results of three (3)
sequential sampling events demonstrate that no parameters exceed the AL.

. If the incrcascd monitoring required as a result of an AL exceedince

continues for more than six (6) sequential sampling cvents, the permittee
shall submit a sceond report documenting an investigation of the continued
AL exceedance within 30 days of the receipt of laboratory results of the
sixth sampling event.

2.6.2.4.3 Alert Levels to Protect Downgradient Users from Pollutants Using a Narrative
Aquiler Water Quality Standard

1.

[f an AL set for arsenic in Scetion 4.1, Table 4.1-6 or 4.1-7 has been
excceded, the permittee shall conduct verification sampling within 5 days
of becoming aware of an AL exceedance,

If verification sampling confirms that the AL has been exceeded, the
permittee shall investigate the cause of the exceedance and shall submit a
report regarding the exceedance to ADEQ within 30 days of the date of
venfication sample. The report shall identify the cause and source(s) of
the exceedance and shall propose actions to mitigate the excecdance. The
report shall also present groundwater modeling to establish a projected
relationship of the wells in which exceedance(s) were found and the
downgradient boundary of the Arizona State Land Department property at
the facility.

The permittee shall notify atl downgradient users of the aquifer who may
be directly affected by the discharge within 24 hours of receiving the
results of verification confirmation sampling.
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Exceeding of BADCT Alert Levels for Injection/Recovery Well Operation

The permittee shall initiate the following actions within 24 hours of becoming aware of an
Alert Level exceedance listed in Section 4.1 Table 4.1-8 for the loss of hydraulic control
within the in-situ leaching area for more than 24 consecutive hours. A loss of hydraulic
control occurs when the amount of fluids injected during a 24 hour period exceeds the
amount of fluid recovered for the same 24 hour period. Loss of hydraulic control is also
indicated by a less than 1-foot differential observed in any pair of observation and recovery
wells over a 24 hour peried. The permittec shall:

1. Notify the ADEQ Water Quality Compliance Section within one (1) day of
becoming aware of the alert level exceedance.

2. Adjust flow ratcs at injection/recovery wells until the recovery volume is greater
than the injected volume,

3. Conduct an inspection, testing of piping, and wellhead for leaks; injection and
recovery lines, pumps, flow meters, totalizers, pressure gaupes, pressure
transducers, and other associated facilities,

4. Review of recent process logs, continuous chart recordings, meter readings, and
other operational control information to identify any unusual occurrences,

5. Initiate pressure testing of the appropriate wells if the loss of fluids cannot be
determined to be caused by a surfacc facility failure, and

6. Rcpair system as necessary. :

7. Within one week submit a report to ADEQ Water Quality Compliance Section.
The report shall include but not be limited to providing the following
information: a) injected volume in the period prior to the alert level exceedance,

‘b) recovered volume in the: period prior to the alert level cxceedance, c)
corrective action taken. '

8. The permittee is no longer considered to be in violation if the injection rate and
recovery rates are re-gstablished and maintained at normal operating conditions
following the completion of the corrective actions.

If the exceedance of the Alert Level is determined to be a result of a planned disruption or
power outage, the cause will be noted in the log book as required by Scction 2.7.2.

If 2 leak is detected, operation of the well shall ccase until the leak has been repaired and
mechanical integrity demonstrated to minimize the potential for groundwater pollution,

- Within 30 days of the initial AL exceedance caused by a leak, the permittee shall submit a

report to ADEQ WPS at the address shown in Section 2.7.5. This report shall document ull
submittals to EPA, including but not limited to, monitoring and report data and reports
checking engineering and integrity of the well.

The facility is no longer on alert status oncc the operational indicator no longer indicates that
an AL is being exceeded. The permittee shall, however, complete all tasks necessary to return
the facility to its pre-alert operating condition,

Exceeding of Alert Levels Set for Maximum Injection Pressure

The permittee shall initiate the following actions within 24 hours of becoming aware of an
Alert Level exceedance listed in Section 4.1, Table 4.1-8 for the exceedance of a fracture
gradient. The permittee shall;

1. Immediately investigate to determine the cause of the AL being exceeded, including;
a. Inspection, testing, and assessment of the current condition of all components
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of the injection system that may have contributed to the AL being exceeded,
which may include tuking the affected well(s) out of service, and
b. Review of all data logger information, test results, and other operational
control information to identify any unusual occurrences.
¢. Repair system as necessary.
Within 30 days of an AL being exceeded, the permittee shall submit the related data to
the ADEQ Water Quality Compliance Section, along with a summary of the findings of
the investigation, the cause of the AL being exceeded, and actions taken to resolve the
problem. This report shall document all submittals to EPA, including but not limited to,
monitoring and report data and reports checking engineering and integrity of the well.
Upon review of the submitted report, the Department may amend the permit to require
additional monitoring, increased ['rcquency of monitering, amendments to permit
conditions or other actions.
The facility is no longer on alert status once the operational indicator no longer indicates
that an AL is being exceeded. The permittee shall, however, complete all tasks necessary
to return the facility to its pre-alert operating condition.

2.6.2.7 Exceeding Alert Levels for LBFU Bulk Electrical Conductivity Monitoring
The permittee shall initiate the following actions within 24 hours of becoming aware of an
Alert Level exceedance listed in Section 4.1, Table 4.1-8 for the exceedance of LBFU Bulk
Electrical Conductivity, The permittee shall;

1.

2.

Within 14 days of the Alert Level exceedance, the permittee shall colleet three additional
independent conductivity measurements conducted over a period of six days.

Within 5 days of receiving the verification results, if the verified conductivity values
remain above Alert Levels, the permittee shall notify ADEQ that further contingency
action is being conducted.

If the verification measurements indicate an Alert Level exceedance has not occurred,
the permittee shall notify ADEQ of the results. No further action is required until the
next momtoring round.

Within 30 days of receiving conductivity measurement results indicating an Alert Level
exceedance has occurred, the permittee shall submit a written report to ADEQ providing
an evaluation of the cause, impacts, or mitigation of the discharge responsible for the
increase tn conductivity, or submit a written report which demonstrates that the increase
resulted from errors in conductivity measurement, data analysis, or statistical evaluation.
If an Alert Level exceedance is verified, the permittee shall:

a. Reduce the injection rate and increase the extraction rate in the area of the
increased conductivity values for period of time cqual to the period
spanning from the previous measurement wherein conductivity values
were within the range of background values until the time when the Alert
Levcel exceedance was verified.

b. Increase conductivity monitoring frequency from weekly to three times per
week.
C. If conductivity values remain at levels that exceed Alert Levels, and do hot

show any decrease after a period of 60 days of reduced injection und
increascd pumping, the sampling frequency for level 1 parameters at
operational monitoring well MW-01 shall be increased to weekly, and
level 2 monitoring parameters shall be increased to quarterly.

d. If eonductivity values remain at levels that cxceed Alert Levels, and does
not return to below the AL after a period of 60 days of reduced injection
and increased pumping, the permittec shall cease injecting solutions and
continue extraction until Bulk Electrical Conductivity concentrations do
not exceed the Alert Level,
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2.6.2.8 Exceeding Alert Levels for Well Bore Electrical Conductivity
The permittec shall initiate the following actions within 24 hours of becoming aware of an
Alert Level exceedance listed in Section 4.1, Tablc 4.1-8 for the cxceedance of Well Bore
Electrical Conductivity. The permittee shall;

1,

Verify the reading from the annular conductivity device, to confirm there was an AL
exceedance. If venfication docs not confirm un AL exceedance, the permittee can
resume normal operations and notify WPS in accordance with Section 2.7.3.

If verification confirms an AL exceedunce, the permittee shall notify the ADEQ Water
Quality Compliance Section within one (1) day of becoming aware of the alert level
exceedance.

Increase Well Bore Electrical Conductivity menitoring required in Table 4.1-8 to
monthly,

Increasc LBFU Bulk Elcctrical Conductivity monitoring required in Table 4.1-8 to three
times per week,

Repair system as necessary,

Within 30 days of repairing the system, the permittee shall submit a written report to the
Water Quality Compliance Section and WPS documenting the repair of the system and
providing an evaluation of the cause, impacts, or mitigation any impacts to the LBFU,
MFGU and/or UBFU.

2,6.2.% Exceeding Alert Levels for Fluid Electrical Conductivity
The permittee shall initiate the following actions within 24 hours of becoming aware of an
Alert Level exceedance listed in Section 4.1, Table 4.1-8 for the exceedance of fluid sample
electrical conductivity. The permittee shalt:

1.

Immediately verify the fluid sample clectricat conductivity. If the verification sample
does not confirm that an exceedance has occurred, the pemmittee shall notify the ADEQ
Water Quality Compliance Section and WPS of the results, WNo further action is
required.

Within 24-hours of confirmation of an AL being exceeded, the permittee shall notify the
ADEQ Water Quality Compliance Section and WPS and immediately investigate the
cause of the exceedance.

The permittec shall report the results of the investigation within 30 days of confirmation,
ADEQ may require reduction of injection rates and increase of pumping rates,
additiona) investigations, the installation of additional wells or corrective action in
response to the report

2.6.2.1¢ Exceeding an Alert Level for Cone of Depression
The permittee shall initiate the following actions within 24 hours of becoming aware of an
Alert Level exceedance listed in Scction 4.1, Table 4.1-8 for the cone of depression. The
permittec shall:

Within 48 hour of becoming aware of the Alert Level execcdance, verify whether an

exceedance has occurred by completing the following:

4. Evaluate whether the data collection protocols have been properly followed.

b. Review field notes for indications of unusual circumstances that may have
occurred during the collection of the data.

¢. Roview daily injection and pumping values at the PTF well field at the time of the
measurements to confirm that extraction was greatcr than injection during that
period in accordance with Section 2.7.4.4(2), Table 4.1-1 and Table 4.1-8.

d. Evaluatc the pumping conditions at other ncarby wells during the time of
measurements (i.e. were POC, supplemental, MW-1 wells being purged).
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e. Inspect the equipment used to collect the field measurements.

f.  Determine if the measurement equipment was different from past collection periods,
and evaluate the potential effects of differences between the equipment used.

g. Check the calibration of the equipment used (watcr sounder, pressure transducers,
etc.).

2. If an exceedance is not verified, the permittee shall notify the ADEQ Water Quality
Compliance Section and WPS of the results of the venfication. No further action is
required.

3. Ifan exceedance is verified, the permittee shall;

a. Reduce the injection rate and increasc the pumping ratc at the recovery wells to a
rate that will cause the cone of depression to no longer exceed the alert level, and
notify ADEQ WQCS and WPS within 24 hours.

b. Increase the frequency of potentiometric surface map compilation to weekly until
water level measurements confirm that the cone of depression alert level is no
longer exceeded.

c. [fthe cone of depression docs not mect the alert level after a period of 30 days of
reduced injection and increased pumping, the permittee shall immediately cease
injecting solutions, eontinuc cxtracting until the eone of depression no longer
exceeds the alert level, increase the frequency of Level 1 monitoring to monthly and
increase the frequency of monitoring the level 2 parameters to quarterty at all Oxide
Supplemental Wells (M357-0, M38-0, M59-0 and M60-0) and MW-01. Upon
taking these actions, the permittee shall notify ADEQ WQCS and WPS within 3
days. :

4. Once the alert level is no longer exceeded, the permittee shall prepare a summary report
to be submitted to ADEQ Water Quality Compliance Section and WPS within 30 days
summarizing the findings and actions taken to extend the cone of depression to the PMA
boundary.

2.6.3  Discharge Limitations Vielations

2.6.3.1 Liner Failure, Containment Structure Failure, or Unexpected Loss of Fluid
In the event of overtopping, liner failure, containment structure failure, or unexpected loss of
fluid as described in Section 2.3, the permittee shall take the following actions;

1. Assoon as practicable, cease all discharges as necessary to prevent any further releases
to the environment.

2. Within 24 hours of discovery, notify ADEQ Water Quality Compliance Section,
Enforcement Unit, orally, clectronically, or by facsimile.

3. Within 24 hours of discovery of a failure that resulted in a release to the subsurface,
collect representative samples of the fluid remaining in affected impoundments and
drainage structures, analyze sample(s) according to Scction4.1, Table 4.1-2C and report
in accordance with Section 2.7.3 (Permit Violation and AL Status Reporting). Inthe 30-
day report required under Scetion 2.7.3, include a copy of the analytical results and
forward the report to ADEQ Water Quality Compliance Section, Enforcement Unit and
Water Permits Section,

4. Within 15 days of discovery, initiate un cvaluation to determine the causc for the
incident. Identify the circumstances that resulted in the failure and assess the condition
of'the discharging facility and liner system. Implement corrective actions as necessary
to resolve the problems identified in the cvaluation. Initiate repairs to any failed liner,
system, structure, or other component as needed to restore proper functioning of the
discharging facility, The permittee shall not resume discharging to the discharging
facility until repairs of any failed liner or structure are performed. Repair procedures,
methods, and materials used to restore the system(s) to proper operating condition shall
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be described in the facility log/recordkeeping file and available for ADEQ) review.,
Record in the facility log/recordkeeping file the amount of fluid removed, a description
of the removal method, and other disposal arrangements. The facility log/recordkeeping
file shall bc maintained according to Section 2.7.2 (Operation Inspection /
Log/Recordkeeping File).

Within 30 days of discovery of the incident, submit a report to ADEQ as specificd in
Section 2.7.3. Include a description of the actions performed in Subsections 1 through 5
listedt above. Upon review of the report, ADEQ may request additional monitoring or
remedial actions.

Within 60 days of discovery, conduct an assessment of the impacts to the subsoil and/or
groundwatcr resulting from the incident. This assessment may include the installation of
POC(s) to determine down-gradient groundwater impact from the incident along with
commcncement of groundwater monitoring per Section 4.1, Table 4.1-7. If soil or
groundwater is impacted such that it could or did cause or contribute to an exceedance of
an AQL at the applicable point of compliance, submit to ADEQ, for approval, a
correetive action plan to address such impacts, including identification of remedial
actions and a schedule for completion of activitics. At the approval of ADEQ), the
permittee shall implement the approved plan.

Within 30 days of completion of corrective actions, submit to ADEQ), a written report as
specified in Section 2.6.6 (Corrective Actiois).

Upon review of the report, ADEQ may amend the permit to require additional
manitoring, increased frequency of monitoring, amendments to permit conditions, ot
other actions.

Overtopping of a Surface Impoundment
If overtopping of fluid from a permitted surface impoundment occurs, and results in a
discharge pursuant to A.R.S. § 49-201(12), the permittee shall:

1.

2.

As soon as practicable, cease all discharges to the surface impoundment to prevent any
further releases to the environment.

Within 24 ‘hours of discovery, notify ADEQ Water Quality Compliance Scction,
Enforcement Unit.

Within 24 hours, collect representative samples of the fluid contained in the surface
impoundment. Samples shall be anulyzed for the parameters specified in Section 4.1,
Table 4.1-2C. Within 30 days of the incident, submit a copy of the analytical results to
ADEQ Watcr Quality Compliance Section, Enforcement Unit.

As soon as practicable, remove and properly dispose of excess water in the
impoundment until the water level is restored at or below the appropriate frecboard as
described in Scction 4.1, Tahle 4.1-3. Record in the facility log, the amount of fluid
removed, a description of the removal method, and the disposal arrangements. The
facility log/recordkeeping file shall be maintained according to Section 2.7.2 (Operation
Inspection/LogBook/Recordkeeping File),

Within 30 days of discovery, evaluate the causc of the overtopping and identify the
circumstances that resulted in the incident. Implement corrective actions and adjust
operational conditions as necessary to resolve the problems identified in the evaluation.
Repair any systems as necessary to prevent future eccurrences of overtopping,

Within 30 days of discovery of overtopping, submit a report to ADEQ as specificd in
Section 2.7.3.2 (Pcrmit Violation and Alert Level Status Reporting). Include a
description of the actions performed in Subscetions 1 through 5 listed above. Upon
review of the report, ADEQ) may request additional monitoring or remedial actions.
Within 60 days of discovery, and bascd on sampling in Subsection 3 above, conduct an
assessment of the impacts to the subsoil and/or groundwater resulting from the incident.
[f'soil or groundwater is impacted such that it could cause or contribute to an exceedance



APP P-106360
Page 22 of 57

of an AQL at the applicable point of compliance, submit to ADEQ for approval, a
corrective action plan to address such impacts, including identification of remedial
actions and/or monitoring, and a schedule for completion of activitics. At the dircction
of ADEQ, the permittee shall implement the approved plan.

Within 30 duys of completion of corrective actions, submit to ADEQ, a written repert as
specified in Section 2.6.6 (Corrective Actions). Upon review of the report, ADEQ may
amend the permit to requirc additionsl monitoring, incrcascd frequency of monitoring,
amendments to permit conditions, or other actions.

2.6.3.3 Inflows of Unexpected Materials to a Surface Impoundment

The types of materials that are expected to be placed in the permitted surface impoundments
are specified in Section 2.3 (Discharge Limitations). If any uncxpected matcrials flow to a
permitted surface impoundment, the permittee shall:

2.6.34

1.
2,

3

As soon as practicable, cease all unexpected inflows to the surface impoundment(s}.
Within 24-hours of discovery, notify ADEQ Water Quality Compliance Scction,
Enforcement Unit.

Within five (5) days of the incident, identify the source of the material and determine the
cause for the inflow. Characterize the unexpected material and contents of the affected
impoundment, and evaluate the volume and concentration of the material to determine if
it is compatible with the surface impoundment liner. Based on the evaluation of the
incident, repair any systems or equipment and/or adjust opcrations, as nceessary to
prevent future occiuTences of inflows of unexpected materials.

Within 30 days of an inflow of unexpected materials, submit a report to ADEQ as
specified in Section 2.7.3.2 (Permit Violation and Alert Level Status Reporting).
Toclude a description of the actions performed in Subsections 1 through 3 listed above.
Upon review of the report, ADEQ may amend the permit to require additional
monitoring, increased frequency of monitoring, amendments to permit conditions, or
other actions including remediation.

Unexpected Loss of Fluid in the Injection/Recovery Wells at the PTF
In the event of an unexpected loss of fluid in the injection/recovery wells, such that fluids are
released to the surface, vadose zone, or groundwater, the permittee shall:

1.

wn

Within two hours of discovery cease injection in the affected area and/or adjust flow
rates at injection/recovery wells until an inward hydraulic gradient is reestablished and
excess ISCR solutions are recovered necessary to prevent further releases to the
environment,

Uperate the recovery wells in the affected area until the amount of fluid recovered is in
cxcess of the amount of fluid injected during the 24 hour period,

Within 24 hours of discovery, notify ADEQ Water Quality Compliance Section.
Inspect relevant components such as injection, recovery lines, pumps, flow meters, flow
totalizers, pressure gauges, pressure transducers and other associaled facilities,

Verify proper operations of all facilities within the in-situ leach area,

Within 24 hours of discovery, initiate an evaluation to determinc the cause for the
incident. Identify the circumstances that resulled in the failure and assess the condition
ofthe well. Implement corrective actions as necessary to resolve the problems identified
in the evaluation. Initiate repairs to any systerm, structure, or other corponent as needed
to restore proper functioning of the well. The permittee shall not resume injecting or
discharging until repairs of any failed structure are performed and tested as applicable.
Repair preccdurcs, metheds, and materials used to restore the system(s) to proper
operating condition shall be described in the facility log/recordkeeping file and available
for ADEQ review. The facility log/recordkeeping file shall be maintained secording to
Section 2.7.2 (Operation Inspection / Log/Recordkeeping File).
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7. Submit a writtcn report within thirty days to ADXEQ as specificd in Scction 2.7.3 (Permit
Violation and AL Status Reporting) describing the incident and the corrective actions
taken. Upon review of the report, the Department may requirc an amendment to the
permit to require surface, vadose zone or groundwater monitoring, require installation of
additional POCs, increased frequency of monitoring, remedial actions, amendments to
permit conditions or other actions.

8. Within 30 days of discovery, conduct an assessment of the impacts to the surface, vadose
zone and/or groundwater resulting from the incident. Ifsoil or groundwater is impacted,
submit to ADEQ, for approval, a corrective action plan to address such impacts,
including identification of remedial actions and/or monitoring, and a schedule for
completion of activities. The corrective action plan shall be submitted within sixty days
of the incident. At the direction of ADEQ, the permittee shall implement the approved
plan.

2.6.4  Aquifer Quality Limit Violation

I.

Ifan AQL for a pollutant specified in Section 4.1, Table 4.1-6 and Table 4.1-7, is exceeded in a

POC Well, the permittec may conduct verification sampling no later than five (5) days after

learning of the violation. If verification sampling does not verify the violation, then the initial

violation shall be reported in the Quarterly Monitoring and Cormnpliance Report and no further
action shall be required of the permittee for that event.

If verification sampling confirms the vielation, orifthe permittee opts not to perform verification

sampling, then the permittee shall:

a. Notify ADEQ within five (5) days after confirming or leaming of the violation, in accordance
with Section 2.7.3;

b. Immediately initiate: (1) a BADCT systems evaluation for the cause of the violation,
including .an inspection of all facilities regulated under this permit and corresponding
pollution control devices, and a review of any operational or maintenance practices that
might have resulted in an unckpeeted discharge; and (2) a hydrogeologic assessment of the
violation, including proundwater modeling, review of groundwater conditions and upgradient
water quality, groundwater contours, and an inventory of downgradient well users and types
of uses;

c. Increase the frequency of monitoring at the location of the violation to monthly;

d. Submit a written report based dn the investigation within thirty (30) days after becoming
aware of the violation, in accordance with Section 2.7.3; and

e. Take actions that may be necessary as a result of the violation under Section 2.6.5.

As part of its written report, the permittee may include a technical demonstration that the violation

was not caused or contributed to by pollutants discharged from a facility regulated under this

APP.

Based on the written report, ADEQ may, if necessary: (1) amend the permit to require increased

frequency of monitoring or additional monitoring; and {2) authorize corrective action including

measures to control the source of a discharge causing the violation (including BADCT correction
tf necessary); remediate affected soils, surface water or groundwater; and mitigate the impact of
the violation on existing uses of the aquifer. ADEQ’s corrective action authorization may be in

the form of an approval under Section 2.6.6, an amendment of this permit or approval of a

contingency plan.

If the violation continues for sixty (60) days, then the permittee shall notify downgradient or

downstream users who may be directly affected by the violation.

If the violation continues for ninety (90) days, then the permittee shall prepare and submit for

ADEQ approval a hydrogeologic investigation work plan within thirty (30) afier reeciving the

laboratory results of the third sampling event. The work plan shall assess whether the violation is

due to natural or anthropogenic causes and, if exceeded values are found to be related to APP-
regulated facilitics within the mine site or results are inconelusive, the nature and cxtent of the
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discharge. This hydrogeologic investigation shall become the basis of adjusting permit conditions
and/or designing corrective action.

Emergency Response and Contingency Requirements for Unauthorized Discharges pursuant
to A.R.S. §49-201(12) and pursuant to A.R.S. § 49-241

2.6.5.1

2.6.5.2

2.6.5.3

2.654

Duty to Respond

The permittee shall act immediately to correct any condition resulting from a discharge
pursuant to A.R.8. § 42-201(12) if that condition could pose an immincnt and substantial
cndangerment to public health or the environment.

Discharge of Hazardous Substances or Toxic Pollutants

In the event of any unauthorized discharge pursuant to A.R.S. § 49-201(12) of suspected
hazardous substances (A.R.S. § 49-201(19)) or toxie pollutants {A.R.S. § 49-243(T)) on the
facility site, the permittee shall promptly isolate the area and attempt to identify the
discharped material. The permittee shall record information, including name, nature of
exposure and follow-up medical treatment, if necessary, on persons who may have been
exposcd during the incident. The permittce shall notify the ADEQ Water Quality Compliance
Section within 24 hours upon discovering the discharge of hazardous material which (a) has
the potential to cause an AWQS or AQL to be exceeded, or (b) could pose an endangerment
to public health or the environment.

Discharge of Non-hazardous Materials

In the event of any unauthorized discharge pursuant to A.R.S. § 49-201(12) of non-hazardous
materials from the facility, the permittee shall promptly attempt to cease the discharge and
isolate the discharged material. Discharged matcrial shall be removed and the site cleancd up
as soon as possible, The permittee shall notify the ADEQ Water Quality Compliance Section
within 24 hours upon discovering the discharge of non-hazardous material which (a) has the
potential to cause an AQL to be exceeded, or (b) could pose an endangerment to public
health or the environment.

Reporting Requirements

The permittee shall submit a written report for any unauthorized discharges reported under
Sections 2.6.5.2 and 2.6.5.3 to ADEQ Water Quality Compliance Scetion within 30 days of
the discharge or as required by subsequent ADEQ action. The report shall summarize the
event, including any human exposurc, and facility responsc activities and include all
information specified in Section 2.7.3. If a notice is issued by ADEQ subsequent to the
discharge notification, any additional information requested in the notice shall also be
submitted within the time frame specified in that notice. Upon review of the submitted
report, ADE() may require additional monitoring or corrective actions.

Corrective Actions

Specific contingency measures identified in Section 2.6 and actions identificd in the approved
contingeney plan to be submitted under the Compliance Schedule Section 3.0 have already been
approved by ADEQ) and do not require written approval to implement.

With the exception of emergency response actions taken under Section 2.6.5, the permittee shall obtain
written approval from the Water Permits Section prior to implementing a comrective action to
accomplish any of the following goals in response to exceeding an AL or violation of an AQL, DL, or
other permit condition:

1. Control of the source of an unauthorized discharge;
2. Soil cleanup;
3. Cleanup of affected surface waters;
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4. Cleanup of affected parts of the aquifer; and/or
5. Mitigation to limit the impact of pollutants on cxisting uscs of the aquifer.

Within 30 days of completion of any corrective action, the permittee shall submit to the ADEQ Water
Quality Compliance Section, a written report describing the causes, impacts, and actions taken to
resolve the problem.

2.7 Reporting and Recordkeeping Requirements
[A.R.S. § 49-243(K)(2) and A.A.C. R18-9-A206(B) and R18-9-A207]

271

2.7.2

2.13

Self-Monitoring Report Form (SMRFs)

1. When submitting a hard copy, the permittce ghall complete the Sclf-monitoring Report Form
(SMRF) provided by ADEQ including contact information for the person completing the form.
Submit the completed form to the Water Quality Compliance Data and Enforcement Unit.

2, The permittee shall complete the SMRF to the extent that the information reported may be entered
on the form. Ifno information is required during a reporting period, the permittee shall enter “not
required” on the SMRF and submit the repori to the Water Quality Compliance Data and
Enforcement Unit. The permittee shatl use the format devised by ADEQ.

3. The tables contained in Section 4.1-6 list thc monitoring parameters and frequencies for reporting
results on the SMRFs, :

4. In addition to the SMRF, the information contained in A.A.C. R18-9-A206(B)(1) shall be
included for exceeding an AL or violation of an AQL, DL, or any other permit condition being
reported in the current reporting period.

Operation Inspection / Log Book Recordkeeping

A signed copy of this permit shall be maintained at all times at the location where day-to-day decisions
regarding the opcration of the facility are made. A log book {paper copies, forms or electronic data) of
the inspections and measurements required by this permit shall be maintained at the location where
day-to-day decisions arg made regarding the operation of the facility. The log book shall be retained
for ten years from the date of each:inspection, and upon request, the permit and the log book shall be
made immediately available for review by ADEQ personnel. The information in the log book shall
include, but not be limited to, the following information as applicable:

Name of inspector;

Date and shift inspection was conducted,

Condition of applicable facility components;

Any damage or malfunction, and the date and time any repairs were performed;
Documentation of sampling date and time;

Any other information required by this permit to be entered in the log book; and
Monitoring records for cach measurement shall comply with R18-9-A206(B)2).

Sk W

Permit Viclation and Alert Level Status Reporting

1. The permittce shall notify the Water Quality Compliance Section in writing within 5 days (except
as provided in Section 2.6.5) of becoming aware of a violation of any permit condition, discharge
limitation or of an AL exceedance.

2. The permittec shall submit a written report to the Water Quality Compliance Section within 3¢
days of becoming aware of the violation of any permit condition or discharge limitation. The
report shall document all of the following:

a. Identification and description of the permit condition for which there has been a violation and
4 description of its cause;

b. Theperiod of violation including exact date(s) and time(s), if known, and the anticipated time
period during which the violation is expected to continuc;
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Any corrective action taken or planned to mitigate the effects of the violation, or to eliminate
or prevent a rccurrence of the violation;

Any monitoring activity or other information which indicates that any pollutants would be
reasonably expected to cause a violation of an AWQS;

Changes to the monitoring which include changes in constituents or increased frequency of
monitoring; and

Description of any malfunction or failure of pollution control devices or other equipment or
processes.

2.74  Operational, Other or Miscellaneous Reporting

.74

1.7.4.2

1.7.4.3

Annunal Report

If an Alert Level #1 for Normal Liner Leakape has been exceeded as discussed in Section
2.6.2.2, the permittec shall submit an unnual report that summarizes the results of the liner
assessment. The Liner Leakage Assessment Report shiall also include information including
but not limited to the following: number and location of holes identified; a table summarizing
the ALI exceedances including the frequency and quantity of fluid removed, and corrective
actions taken. The annual report shall be submitted prior to 30 days of expiration of this
permit.

Ambient Mine Block Concentration Report

Ambient mine block groundwater concentrations are required to be determined in order to
establish mine block closute rinsing requirements identified Section 2.9.1. One sample shalt
be taken from each mine block well in order to cstablish "ambicnt groundwater
concentrations, The permittee shall submit the ambient mine block groundwater
concentrations in accordance with the Compliance Schedule in Scctton 3.0,

Required Pre-Operational Report

The permittee shall submit the results obtained from the aquifer pump tests using the
outermost recovery wells located at the four comers of the PTF well field in and around the
PTF and with a minimum of at lcast three other wells to be monitored in accordance with the
Compliance Schedute (Section 3.0). The Aquifer Pump Test Report shall discuss and
cvaluate the feasibility of the proposed Pilot Test using data obtained from pump tests at the
PTF wells. The evaluation shall verify previously calculated aquifer properlies such as
hydraulic conductivity, transmissivity, groundwater velocity, etc. and the validity of the
porous medium assumptien used in the groundwater modeling for the oxide unit. The aquifer
pump test report shall also include, at a minimum: all of the data generated during the aquifer
tests, description of the aquifer tests, which analytical methods were used to analyze the
aquifer test data, description of why those methods were chosen, input and output reports
from the chosen aquifer test soflware.

The report shall include initial Underground Workings ambient discharge characterization as
required in Section 2.5.1.

The report shall also include the cvaluation of inward gradient during start-up of the nine
recovery wells and injection of Oxide Unit water from the four injection wells. The report
shall include, at a minimum: potentiometric groundwater contour maps and evaluation of the
potentiometric contour maps for cone of depression as required in Section 2.2.3(f) and the
Compliance Schedule in Section 3.0.

The report shall include a description of the well abandonment required in Section 2.2.3,
The repott shall include the information required in Section 2.7.4.5 and the Compliance
Schedule in Section 3.0.
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The report shall also include well installation details for all Injection, Recovery, Multi-port,
Observation, Supplemental, MW-01 and POC wells in accordance with A.A.C. R12-15-801
et seq. and consist of the following:

Copies of ADWR Notice of Intent (NOI) and all related submittals to ADWR;

Boring log and well as-built diagram;

Total depth of well measured after installation;

Top of well casing or sounding tube (whichever is used as the fixed reference measuring
point) and ground surface elevation;

Depth to static groundwater;

Geophysical logging reports and subsurface sampling results, if any;

Description of well drilling method;

Descrption of well development method;

If dedicated sampling equipment installed, details on the equipment and at what depth the
cquipment was installed,

Summary of analytical results for initial groundwater sample collected after installation;
» Corresponding analytical data sheets; and

» (lobal Positioning System (GPS) coordinates for each new well;

» Any deviations from original proposed construction or location.

2.7.4.4 PTF Operations and Monitoring Quarterly Reports

The permittee shall submit quarterly reports concerning the operations and monitoring of the
PTF during the 14-month mining and 9-month rinsing phase to the ADEQ Water Permits
Section. Quarterly reports shall be submitted ne later than 30 days following the end of each
calendar quarter. The quarterly report shall demonstrate whether the hydraulic control was
maintained at the PTF during the quarterly monitoring period. Hydraulic control shall be
demonstrated by, including but not limited to, the following: maintaining a cone of
depression that extends to the PMA boundary associated with the PTF well ficld by pumping
more solution out than went in, maintaining a 1-foot difference between pairs of injection and
observation wells within the PTF well field, maintaining the fracture gradient, and
compliance with ALs and AQLs at the POCs. The report shall include:

1. A graphical representation of the volumes cxtracted and injected used to maintain
hydraulic control. In the event that more solution was injected than recovered for a 24-
hour period, or in the event that any of the instruments used to measure the flow volumes
malfunction or are out of service for more than 24 consecutive hours, the permitiee shall
submit a report showing for each day of the quarterly reporting period, the hydraulic
gradient was maintained.

2. A graphical representation that a continuous inward hydraulic gradient was maintained
using water level elevations in the PTF. The reports shall include a graphical
presentation of head comparisons for cach pair of observation and recovery wells used to
monitor the hydraulic pradient. The report shall also include a figure showing the
location and identity of each of the paired wells. Tn the event any one of the well pairs
indicate less than 1-foot differential between observation and recovery wells, or in the
event that any of the instruments used to measure the hydraulic gradient malfunction or
are out of service for more than 24 consecutive hours, the permittee shall submit a report
showing for cach day of the quarterly reporting period, the daily flow into and out of the
mine block. Inward hydraulic gradient shall also be demonstrated through the submittal
of potentiometric groundwater contour maps which depict the monthly minimum,
monthly average and monthly maximum inward hydraulic gradient toward the recovery
wells using groundwater elevations collected at the PTF well field.

3. Provide the three monthly potentiometric surface maps and provide a description of the
cone of depression for the quarter.
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4. Provide a report to include the LBFU bulk electrical conductivity contour maps and a
description of their interpretation, The report shall be scaled by an sppropriate Arizona
Rcgistrant.

5. A summury of pressure transducers readings and fracture gradients readings.

6. A graphical representation of electric conductivity readings from the injection and
observation wolls.

7. A description of any deviations from standard sampling protocols during the reporting
period.

8. A summary of all exceedances of ALs, AQLs, Action Levels, DLs, or operational limits
that occurred during the reporting period and provide the contingencey actions completed
to mitigate the effects of the violation, or to eliminate the recurrence of the exceedance
or violation. The report shall also include identification and discussion of any laboratory
results that fell outside of the laboratory QA/QC criteria and AQLs and ALs required by
this permit.

9. Graphical time versus concentration plots of groundwater elevations, field pH, sulfate,
and total dissolved solids sitice the inception of monitoring at cach POC well, and any
parameter which exceeded an applicable AL or AQL in the past three sampling events at
euch POC well.

10. Groundwater elevation contour maps for each quarterly monitoring period, including the
groundwater elevation obtained from the underground workings. The contour maps
shall identify, if known, any wells that were pumping within a half-mile radius of the
PTF.

11. Results of the discharge characterization of the underground working, if the required
sampling event falls within the quarterly reporting period.

12. Fissure inspection summary for the reporting period.

13. An updated table of all monitor wells in the Discharge Impact Area including, but not
limited to, location of well, depth of well, depth to water, and water level elevation.

14. A summary of any groundwiter monitonr wells replaced in the reporting period including,
but not limited to, location of well, depth of well, depth to water, water level elevation,
and screened interval.

15. Groundwater sampling results for the POCs, and BADCT Monitor Wells,

16. Copies of Reports submitted to the EPA as required by the UIC permit, including
groundwater monitoring results from wells not covered by this permit.

Well Abandonment Reports

If wells associated with this permit are ubandoned due to poor performance, casing collapse,
or other reasons, or arc abandoned at the end of the post-closure period, then within 90 days
of completing abandonment, the permittee shall submit a well abandonment report to ADEQ
Water Permits Scetion.  Appropriate contents of the report shall be sealed by an Arizona
professiondl geologist or professional engineer, in accordance with Arizona Board of
Technical Registration requirements. Well abundonment records shall be provided to ADEQ
within 9¢ days of monitor well abandonment and shall include:

1. Copies of ADWR Notice of Tntent to Abandon

2. Copies of ADWR Abandonment Reports

3. A description of the methods used to seal the well casing and the perforated or screened
interval of the well; and

4. Global Positiomng System (GPS) coordinates of the former well location

Ambient Groundwater Quality Report
The permittee shall submit an ambtent groundwater quality report of the data and caleulations
required in Scetion 2.5.3.2, and 2,5.8.5 and Scction 3.0 Compliance Schedule ltem #13.
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The report shail include copies of all luboratory analytical reports, field notes, the QA/QC
limits used in collection and analysis of the samples and the statistical calculations of ALs
and AQLs for the POC wells, and ALs for the BADCT wells under the ambient water quality
monitoring requirements listed in Section 2.5.

2.74.7 LBFU Bulk Ambient Electrical Conductivity Report
The permittee shall submit an LBFU Bulk Ambient Electrical Conductivity report per
Section 2.5.9.1 and Section 3.0 Compliance Schedule Item #13.

2.7.5 Reporting Location

All SMRFs shall be submitted to:
Arizona Department of Environmental Quality
Water Quality Compliance Data and Enforcement Unit
Mail Code: 5415B-1
1110 W, Washington Street
Phoenix, AZ 85007
Phone (602) 771-4681

All documents required by this permit to be submitted to the Water Quality Compliance Section shall
be dirceted to: :

Arizona Department of Environmental Quality

Water Quality Compliance Section

Mail Code: 5415B-1

1110 W. Washington Street

Phoenix, AZ 85007

Phone (602) 771-4497

All documents required by this permit to be submitted to the Water Permits Scetion shall be directed
to: .
Arizona Department of Environmental Quality
Water Permits Section

Mail Code: 5415B-3

1110 W. Washington Street

Phoenix, AZ 85007

Phone (602) 771-4428

2.7.6  Reporting Deadline
The Quarterly Report required by Section 2.7.4 and the results of monitoring conducted during each
quarter is due within 15 days of the end of the 1*' quarter and every quarter thereafter, The effective
date of the permit shall be used for the purpose of determining the heginning of the 1% quarter to begin
monitoring and reporting,

The following table lists the repert due dates'

Monitoring conducted during: Quarterly Report due by:
First Quarter: January-March April 30
Sccond Quarter/Scemi-Annual; April-June July 30
Third Quarter: July-September October 30
Fourth Quarter/Annual: October-Decemher January 30
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'A post-mark datc no later than the due date is considered meeting the due date requirements under this
Section.

2.7.7  Changes to Facility Information in Section 1.0
The Water Permits Section and Water Quality Compliance Section shall be notified within 10 days of
any change of facility information including Facility Name, Permittec Name, Mailing or Street
Address, Facility Contact Person or Emergency Telephone Number.

Temporary Cessation |A.R.S. § 49-243(K)(8) and A.A.C. R18-9-A209%{A)]

The permittee shall give written notice to the Water Quality Compliance Section Office before ceasing
operation of the facility for a period of 60 days or greater. The permittee shall take the following measures
upon temporary cessation:

Immediately following ADEQ’s approval, the permittee shall implement the approved plan. If the permittee
intends to permanently cease operation of any facility, the permittee shall submit closure notification, as sct
forth in Section 2.9 below.

At the time of notification the permittee shatl submit for ADEQ approval a plan for maintenance of discharge
control systems and for monitoring during the period of temporary cessation. Immediately following ADEQ’s
approval, the permittee shall implement the approved plan. If necessary, ADEQ shall amend permit conditions
to incorporate conditions to address temporary cessation. During the period of temporary cessation, the
permittee shall provide written notice to the Water Quality Compliance Scetion Office of the operational status
of the facility cvery mincty days. If the permittee intends to permanently cease operation of any facility, the
permittee shall submit closure notification, as set forth in Section 2:9 below.

Closure [A.R.S. §§ 49-243(K)}(6), 49-252 and A.A.C. R18-9-A209(B)]

For a facility addressed under this permit, the permittec shall give written notice of closure to the Water Quality
Compliance Scction of the permittee’s intent to cease operation without resuming activity for which the facility
was designed or operated, or submit an amcndment application to incorporate the discharging facilities under
this permit into the current individual permit {Inventory Number P-101704, LTF Number 53498, dated Aupust
12,2011).

2.9.1 Closure Plan
Within 90 days of the effective date of this permit, the permittee shall submit for approval to the Water
Permits Section, a Closurc Plan which meets the requirements of A.R.S. § 49-252 and A.A.C. R18-9-
A209(B)}3) and includes the following topics:

1. Updated closure and post-closure financial requirements,

2. Contingency mine block rinsing and sampling, as nceded.

3.  Confirmation PTF mine block sampling requirements after the completion of the pilot tcst,

4. Confirmation underground workings sampling requirements afier the completion of the pilot test.

5. Qutline of Report contents for PTF Summary Report that incorporates updated groundwater
modcling at the cessation of the pilot test.

6. An initial 5 year post-closure groundwater mnnitoring period, with an evaluation to complete

additional post-closure monitoring.
7. 5 Ycar Post-Closure Groundwater Monitoring Report that incorporates updated proundwater
meodeling.

292 PTF Mine Block Closure
The permittee will commence PTF closure after the pilot test mining phase has ceased. During minc
block closure operations, the permittee will cease the injection of raffinate, and will imitiate a mine
block rinsing program consisting of the injection of formation water and neutralization agents, At all
times during initial block rinsing, the permittee will maintain hydraulic control by sustaining an inward
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hydraulic gradient within the mine block. The permittee will monitor the rinsing progress by analyzing
the water recovered from well-ficld headers for sulfate concentration. When levels of sulfate in the
headers have reached approximately 750 parts per million (ppm), the permittee will sample the
injection well header discharpes for constituents listed in Section 4.1 Table 4.1-7. If the results of the
sampling show concentrations of parameters preater than the AWQS and or greater than the pre-
determined mine block concentrations, then rinsing operations will continue until all compounds are
below primary MCLs or AWQS or predetermined AW QS mine block concentrations,

The permittee will sample all of the wells in the minc block undergoing closure to determine if the
sulfate concentrations are less than 750 ppm and the pH is above 5.0 S.U. The permittee will continue
rinsing each well until such time that the sulfatc concentration in the well is less than 750 ppm and the
pH is above 5 S.U.

When all individual well suifate concentrations in the mine block arc less than 750 ppm and a pH is
above 5.0 S.U.,, hydraulic control will be discontinued for 30 days. At the end ofthe 30-day period, the
headers will be re-sampled and if suifate concentrations remain below 750 ppm and pH remains above
5.0 S.U,, the permitiee may cease all rinsing activities within the PTF. All POC wells will continue to
be monitored in accordance with Section 2,5.3.3 and 2.5.3 4.

A confirmation groundwatcr sample of the PTF ming block wells will be required at a one month
period, six month period and at the one year increment after the groundwater rinsing has ceased to
measure any tcbound cffects to mine block contaminant concentrations for constituents listed in
Section 4.1, Table 4.1-7. The results of the confirmation mine block sampling shall be submiited to
ADEQ WPS within 30 days of receiving the laboratory anatytical results. The permittee shall amend
APP P-101704 to incorporate the requircd mine block closure ¢onfirmation sampling which extends
beyond the permitted time frames allowed by the Temporary APP pilot project.

The PTF mine block wells shall be abandoned in accordance with ADWR and UIC rcgulations. EPA
and ADEQ written approval shall be obtained prior to abandoning PTF mine block wells.

2.10 Post-closure [AR.8, §§ 49:243(K)(6), 49-252 and A.A.C. R18-9-AZ20%(C}]
Post-closure requirements shall be established based on the approval of Closure Plan submitted to ADEQ per
Section 2.9.1.
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3.0 COMPLIANCE SCHEDULE  [A.R.S. § 49-243(K)(5) and A.A.C. R18-9-A208]
For each compliance schedule item listed below, the permittee shall submit the required information, including a
cover letter that lists the compliance schedule items, to the Water Permits Section. A copy of the cover letter must
also be submitted to the Water Quality Compliance Section.

Submittals/Activities Not Requiring Permit Amendments

Description Comments Due Date
Permittee shall submit a copy of signed, dated and sealed as-built Within 60
drawings along with QA/QC documentation to confirm that all days of
discharging facilities were constructed in accordance with the completion of
design report, engincering plans and specifications, and other construction
associated data and information approved by ADEQ. of the PTF
Permittee shall submit a copy of the Pre-Operational Report as At least 30
required in Scction 2.7.4.3 for ADEQ approval. days prior to
beginning
operation ot
the PTF
Permittee shall submit ambient mine block groundwater Within 30
concentrations for the PTF wells in accordance with Section days of

274.2.

completion of
ambient minc

block

sampling
Permittec shall submit an updated contingency and emergency Within 30
response plan that complies with the requirements of Arizona days of the
Administrative Code R18-9-A204. effective date

of the permit
{See Section
1.0}

Permittee shall conduct initial discharge characterization for
parameters listed in Section 4.1, Table 4.1-2C for the PLS Tank,
Raffinate Tank, Process Water Impoundment, and Run-off Pond
as required by Section 2.5.1.

Within 120
days of start-
up of the PTF

Permittee shall submit initial discharge characterization results for Within 30
the PLS Tank, Raffinate Tank, Process Water Impoundment, and days of
Run-off Pond as required by Section 2.5.1 and shall be submitted reeeipt of the
to the WPS, laboratory
analytical
results
Permittee shall submit renewal application for this permit. If the permittce | Within 60
determines days prior to

additional time
in cxcess of one
year after this
permit’s
cffective date is
needed to
conduct the
Pilot Study.

the end of the
initial year of
this permit’s

ctfective date
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Description

Comments

Due Date

Permittee shall submit a closure plan for all discharging facilities
permitted under this Temporary Individual Permit in accordance
with Section 2.9.1.

Within 90
days of the
effective date
of the permit
(See Section
1.0Y

Permittee shall install POC wells and Supplemental Wells in
accordance with all Arizona Department of Water Resources
(ADWR) requirements

Prior to the
aquifer pump
tests required
by Section
223

10

Permittee shall submit a proposal for the location of monitor well”;

MW-01 in accordance with Section 2.5.8.1,

Within 14
days of
completion of
aquifer pump
test analysis.

11

Permittee shall install Monitor Well MW-01

Within 30
days of
ADEQ
approval of
the location of
MW-01

12

Permittee shall initiate Ambient Water Quality Monitoring for
POC wells M54-LBF, M54-0 and M52-UBF, Supplemental and
Operational Monitoring Well MW-01. The samples shall be
analyzed for all of the parameters listed in Table 4.1-5

Within 14
days of
completing
well
development
for
Supplemental
wells and
MW-01
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Submittals/Activities Requiring Permit Amendment Applications

Description Comments Due Date
Permittee shall submit an Ambient Monitoring Report to include: No later than
Calculated alert levels for arsenic (sec Section 2.5.7); ALs and 90 days prior
AQLs for POC wells, ALs for Supplemental Wells and MW-01 as; to PTF
13 required in Section 2.7.4.6, and; LBFU ambient Bulk Electrical operation
Conductivity rcport as required in Section 2.5.9.1 and Section
2747 LT
ot S
Permittee shall submit an amendment application to incorporate all Within 180
discharging facilities, and all closure/post-closurc activities in days of the
accordance with an ADEQ approved Closure Plan per Section 2.9.1 effective date
14 and 2.9.2 from APP P-106360 inte APP P-101704. The of this permit
application shall also include updated closure/post-closure cost (See Section
estimates for APP P-101704 and a corresponding updated financtal 1.0)
assurance mechanism for APP P-101704.
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4.0 TABLES OF MONITORING REQUIREMENTS

4.1 OPERATIONAL MONITORING (or CONSTRUCTION REQUIREMENTS)
Table 4.1-1 Permitted Facilities and BADCT
Table 4.1-2A One-time Sampling Event-Discharge Monitoring Locations
Table 4.1-2B Multiple Sampling Event-Discharge Monitoring Location
Table 4.1-2C Discharge Monitoring Sampling Parameters
Table 4.1-3 Required Inspections and Operational Monitoring
Table 4.1-4 Leak Collection and Removal Systemn Monitoring
Table 4.1-5 Parameters for Ambient Groundwater Monitoring
Table 4.1-6 Quarterly Compliance Groundwater Monitoring
Table 4.1-6B Quarterly Operational Groundwater Monitoring
Table 4.1-7 Semi-Annual Compliance Groundwater Monitoring
Table 4.1-7B Semi- Annual Operational Groundwater Monitoring
Table 4.1-8 In-situ BADCT Monitoring
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Table 4.1-1
Permitted Facilities and BADCT
Facility Name Latitude/Longitude Facility BADCT
In-Situ Area 33737 1.39” N/111° 26" 4.69° W | Design, construction, testing (mechanical integrity), and

Injection and Recovery
Well Block

operation of injection and recovery wells shall follow
EPA Class I1I rules {40 CFR Part 146). The maximum
injection rate shall be no greater than 64 gallons per
minute (gpm) per injection well as a monthly average.
The maximum fracfure pressure shall be no greater
than 0.65 pounds per square inch per foot (psi/ft) of
depth,  Hydraulic control shall be maintained at all
times, within the PTF well block, by pumping recovery
wells ut a rate greater than the injection rate in order to
maintain a cone of depression that extends at least 500
feet from the in-situ area injection and recovery well
block. The injection and extraction volumes shall be
mctered at the well-heads, monitored daily, and
recorded. All boreholes or wells, other than those
approved for the PTF, located within 500-feet of the
PTF well ficld boundary shall be plugged and
abandoned per the Arizona Department of Watcr
Resources (ADWR) rules and EPA Underground
Injcction Control (UIC) regulations prior to PTF
operation. During closure of the PTF all operational
wells shall be plugged and abandoned per the above
regulations.

Process Water
Impoundment (PWI)

33° 3 Bo77 N/111° 257 22187
W

The PWI will have a capacity of approximately 1.7
million cubic feet, approximately 15 to 23-feet deep,
with internal and external side slopes of 2.5-feet
horizontal to 1.0-feet vertical (2.5H:1V) ), and maintain
a minimum of two (2} feet freeboard. The PWI will be
designed as a double liner system and includes a leak
collection and removal system (LCRS). The liner
system consists of, from bettom to top; a compacted
sub-grade (foundation) with liner bedding, 60-mil
HDPE sccondary liner, geonet, and 60-mil primary
liner. The LCRS will be equipped with a sump located
at the lowest elevation of the pond; a sump pump to
remove accumulated liquids; and an alarm system for
fluid detection.

Run-off Pond

3323 4.66" N/111° 25" 22.6" W

The Runoff Pond will have a capacity of approximately
6,583 cubic feet; the pond depth will be approximately
S-feet deep but wilt vary; internal and external side
slopes will be no tess than 2.0-feet horizontal to 1.0-feet
vertical (2.5H:1V); and pond shall maintain two (2) feet
of freeboard. The Runoff Pond will be designed with a
single liner that includes an cnginecred compacted sub-
grade and 60-mil HDPE geomembrane liner. The Runoff
Pond will incorporate a sump with pump along with
fluid-level detection equipment. When fluid is detected
above the level set-point the pump will transfer fluid out
of the Runoff Pond to the Water Impoundment per
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TABLE 4.1-2A
One-time Sampling Event-Discharge Monitoring Locations
Sampling Point - . .
Number Facility Latitude Longitude
13 PLS Tank 33° 03" 4.26" 111° 25' 18.50"
002 Raffinate Tank 33°03'4.05" 111°25' 19.68"
003 Process Water 33° 03 8.67" 111°25' 22.18"
Impoundment
004 Runoff Pond 33° 03 4.66" 111°25'22.6"
TABLE 4.1-2B
Multiple Sampling Event-Discharge Monitoring Location
Sampling Point . . .
Number Facility Latitude Longitude
005 Underground 33°03'4.13" 111°25'45.07"
workings — Main
Shaft

Table 4.1-2C

Discharge Monitoring Sampling Parameters {(in mg/L. unless otherwise noted)

pH —field & tab (SU) Sodium Nickel

Specific Conductance - field and lab {pmhos/ecm) | Iron Selenium

Total Dissolved Solids Aluminum Thallium

Total Alkalinity Antimony Zinc

Carbonate Arscnic Gross Alpha Particlc Activity (pCi/L) !
Bicarbonate Barium Radium 226 + Radium 228 (pCi/L)
Nitrate Beryltium Uranium-Isotopes (pCi/L)?

Sulfate Cadmium Total Petroleum Hydrocarbons
Chioride Chromium Benzene

Fluoride Cobalt Toluene

Calecium Copper Ethylbenzene

Ammonia Lead Total Xylcnes

Magnesium Manganese Uranium, Total (ug/L)

Potassium Mercury

1. The adjusted gross alpha particle activity is the gross alpha particle activity, including radium 226, and any other
alpha cmitters, if present in the water sample, minus radon and total uranium (the sum of uranium 238, uranium 233
and uranium 234 isotopes). The gross alpha analytical procedure (evaporation technique: EPA Method 900.0)
drives off radon gas in the water samples. Therefore, the Adjusted Gross Alpha should be calculated using the

following formula: (Laboratery Reported Gross Alpha MINUS Sum of the Uranium [sotopes).
2. Urznium Isotope activity results must be uscd for calculating Adjusted Gross Alpha. No SMRF reporling is required.

NOTE: Metals shall be analyzed as dissolved metals.
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Table 4.1-3
Required Inspections and Operational Monitoring

Facility Category

Facility Name

Operational Requirements

Inspection Frequency

Process Solution
Impoundment

Process Water
Impoundment

-Maintain 2 feet of freeboard;
-all discharge and sump pumps
operational;

-no substantial erosion,
subsidence, cracking,

-no evidence of seepage or
other damage. to berms;

-no visible cracks or damage
to liner; .

-full access to leak detection
system maintained. ”

Daily

Lined Non-stormwater
Containment Pond

Run-off Pond

-Maintain 2 feet of frecboatd;

<=Spillway clear of sediment or,
obstructions;

-no visible cracking or damage
to liner;

-no operational damage to
cnclosure will;

-all pumps operational;
-backup power supply
operational; ‘

-no ponding of spilled material
in pond and sumps;

-sediment deeper than 1 inch
dcep removed from sumps;

-fluids in sumps maintained at
less than pump-down levels.

Weekly

Storm water control

Site-wide - stormnwater

-No substantial crosion or

Monthly

structures ditches structural damage;
-maintained free of sediments,
vegetation or obstructions.
Groundwater Monitoring Site-wide - monitoring Wellhead cap or box locks are | Quarterly, as sampled
Welly wells observed to be secure.
Pumps Site-wide - Check hour meters; Weckly
Barge Pumps, -visual inspection for leaks.
Run-Off Transfer Pumps, | -Lubrication Per manufacturers
Sump Pumps, specification
Discharge Pumps -Muintenance and test run. Every 1,000 to £,200
hours of operation
In-Situ Area Well Field No leakage from pipelines, Daily
Injection and Recovery manifolds or well heads.
Well Block
In-Situ Area Well Field Initiate subsidence/fissure Quarterly

Injection and Recovery
Well Block

monitoring program.
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Table 4.1-4
Leak Collection and Removal System Monitorin
Facility Name Alert Level #1 | Alert Level #2 (GPD} | Monitoring Monitoring Reporting
(GP) Method Frequency Frequency
Process  Water | 2,040 16,250 Automated Daily Annual
Impoundment

GPD = gallons per day per wetted acre

Note:  The Alert Level 1 {AL1) or Alert Level 2 (ALZ2) shall be exceeded when the amount of leakage pumped from
the sump for the evaporation pond is greater than the applicable quantity below. Contingency requirements of
Sections 2.6.2.3 shall be followed for AL1 and AL2 exceedances, respectively. Anexceedance of AL 1 or AL2
is not a violation of the permit unless the permitiee fails to perform actions as required under the Sections
referenced above

Table 4.1-5

Parameters for Ambient Groundwater Monitoring (in mg/L unless otherwise noted)
Depth to Water Level (feet) Potassium Nickel
Water Level Elevation (feet amsl) Sodium Selenium
Temperature- field (°F) Iron Thatlium
pH — field & lab (SU) Aluminum " | Zinc
Specific Conductance- field & lab Antimony Free Cyanide
{lumhos/cm)
Total Dissolved Solids Arsenic Adjusted Gross Alpha (pCi/L)!
Total Alkalinity Batium Radium 226 (pCi/L)
Bicarbonate Beryllium Radium 228 (pCi/L)
Carbonate Cadmium Uranium-Isotopes(pCi/L)*
Hydroxide Chromium Carbon Disulfide
Sulfate Cobalt Benzene
Chloride Copper Toluene
Fluoride Lead Ethylbenzene
Nitrate + Nitrite Manganese Total Xylenes
Calcium Mercury Uranium, Total (ug/L)
Magnesium Molybdenum

1. The adjusted gross alpha particle activity is the gross alpha particle activity, including radium 226, and any other
alpha cmitters, if present in the water sample, minus radon and totat uranium (the sum of uranium 238, uranium 235
and uranium 234 isotopes). The gross alpha analytical procedure (evaporation technique: EPA Method 900.0)
drives off radon gas in the water samples. Therefore, the Adjusted Gross Alpha should be calculated using the
following formula: (Laboratory Reported Gross Alpha MINUS Sum of the Uranium Isotopes).

2. Upanium [sotope activity results must be used for calculating Adjusted Gross Alpha. No SMRF reporting is required.

NOTE: Metals must be analyzed as dissolved metals.
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TABLE 4.1-6
Quarterly Compliance Gronndwater Monitoring (in mg/L unless otherwise noted)
Parameter POCWelEMId- | POC Yeaut M5 | poC Well #M22-0 | POC Well # M23-UBF
AQL AL AQL AL AQL AL AQL AL

(mg/l) (mg/1} {mg/1) (mg/1) (mg/) {mg/l) {mg/1) (myg/1)
Depth to Monitor' | Monitor | Monitor | Monitor | Monitor Monitor Monitor Monitor
Groundwater (ft
bgs)
Watcr Levcel Monitor | Monitor | Monitor | Monitor | Monitor Monitor Monitor Monitor
Elevation (ft amsl)
pH- field (3.U.) Monitor | Monitor | Monitor | Monitor | Menitor Monitor Monitor Monitor
Specific Monitor | Monitor | Monitor | Monitor | Monitor Monitor Monitor Monitor
Conductance- field
(imhos/cm)
Temperature- field Monitor | Monitor | Monitor | Monitor | Monitor Monitor Monitor Monitor
{’F)
Fluoride 4.0 3.2 4.0 3.2 4.0 32 4.0 32
Magnesium Monitor 23 Monitor 44 Monitor 8.6 Monitor 49
Sulfatc Monitor 144 Monitor 126 Monitor 86 Monitor 411
Total dissolved Monitor 874 Monitor 1,359 Monitor 1,094 Monitor 2,392
solids

POC Well #M54- POC Well # M52-

Parameter LBF FOC Well # M54-0 UBF

AQL AL AQL AL AQL AL

(mg/l) (mgil) {myg/1) {mg/) (mg/l) (mg/l)
Depth to Monitor { Monitor | Monitor | Monitor | Monitor Moenitor
Groundwater (R
bgs)
Water Level Monitor | Monitor | Monitor | Monitor | Monitor Monitor
Elevation (ft amsl)
pH- ficld (S.U.) Monitor | Monitor | Monitor | Monitor | Monitor | Monitor
Specific Monitor | Monitor | Monitor | Monitor | Monitor Monitor
Conductance- field
(wmhos/cm)
Temperature- field Monitor | Monitor | Momtor | Monitor | Monitor Monitor
(°F)
Fluoride Reserved® | Reserved | Reserved | Reserved | Reserved | Reserved
Magnesium Monitor | Reserved | Monitor | Reserved | Monitor | Reserved
Sulfate Monitor | Reserved | Monitor | Reserved | Monitor | Reserved
Total dissolved Monitor | Reserved | Monitor | Reserved | Monitor | Reserved
solids

1. Monitor = Monitering required, but no AQL or AL will be established in the permit.
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2. Reserved = At the conclusion of cight (8} rounds of groundwater sampling; the permittce is required to submut an
Ambient Groundwater Report and a permit amendment request to the WPS to propose AQLs and ALs in accordance
with the Compliance Schedule (Section 3.0). Alert levels and aquifer quality limits shall be established as required
in Scctions 2.5.3.2.1 and 2.5.3.2.2.

Table 4.1-6B

Quarterly Operational Groundwater Monitoring

Parameter Supplemental Well | Supplemental Well | Supplemental Well | Supplemental Well
MS55-UBF M56-LBF MS57-) M58-0
AL AL - AL AL
(mg/L) {mg/L) (mg/L) {(mg/L)
Depth to Monitor Monitor :Monitor Monitor
Groundwater (ft.
bgs)
Water Level Monitor Monitor Monitor Monitor
Elcvation {ft amsl)
pH (field) (S.U.) Monitor Monitor Monitor Monitor
Specific Monitor Monitor Monitor Monitor
Conductance (ficld}
{mhos/cm)
Temperature (ficld) Monitor Monitor Monitor Monitor
Fluoride Reserved Reserved Reserved Reserved
Magnesium Reserved Reserved Reserved Reserved
Sulfatc Reserved Reserved Reserved Reserved
Total Disselved Reserved Reserved Reserved Reserved
Solids
Parameter Supplemental Well | Supplemental Well | Supplemental Well Operational
M59-0O M60-O M61-LBF Monitor Well
MMW-1
AL AL AL AL
{mg/L) (mg/L) (mg/L) (mg/L)
Depth 10 Monitor Monitor Monitor Monitor
Groundwater (ft.
bgs)
Water Level Monitor Monitor Monitor Monitor
Elevation (fi amsl)
pH (ficld) (S.U.) Monitor Monitor Monitor Monitor
Specific Maonitor Monitor Monitor Monitor
Conductance (field)
{mhos/cm)})
Temperature (field) Monitor Monitor Monitor Monitor
Fluoride Reserved Reserved Reserved Reserved
Magnesium Reserved Reserved Reserved Reserved
Sulfate Reserved Reserved Reserved Reserved
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Semi-Annual Compliance Groundwater Monitoring {in mg/L unless otherwise noted)

TABLE 4.1-7

Parameter! POC Well # M14-GL POC Well # M15-GU POC Well # M22-0 POC Well M23-UBF
AQL AL AQL AL AQL AL AQL AL
{mg/) {mg/1} {mg/l) {mg/1) {mg/l) (mg/1) (mg/h (mg/T)
Depth to Groundwater (ft Monitor? Monitor Monitor Monitor Monitor Monitor Monitor Monitor
Water Level Elevation (ft Maonitor Monitor Monitor Monitor Monitor Monitor Monitor Monitor
amsl)
pH- field (8.U.) Momnitor Monitor Momtor Monitor Monitor Monitor Monitor
Spceific  Conductance- Monitor Monitor Monitor Monitor Monitor Monitor Monitor Monitor
field (umhos/cm)
Temperature- field(°F) Monitor Monitor Momitor Monitor Monitor Monitor Monitor Monitor
pH (lab) Monitor Manitor Monitor Monitor Monitor Monitor Monitor Monitor
Bicarbonate Monitor Monitor Monitor Monitor Monitor Monitor Monitor Monitor
Calcium Maonitor Monitor Maonitor Monitor Maonitor Monitor Monitor Monitor
Carbonate Monitor Monitor Monitor Monitor Monitor Monitor Monitor Monitor
Chloride Manitor Monitor Monitor Monitor Monitor Monitor Monitor Monitor
Fluoride 4.0 3.2 4,0 3.2 4.0 32 4.0 32
Magnesium Monitor 23 Monitor 44 Monitor 8.6 Monitor 69
Nitrate as m'trogen Monitor Monitor Monitor Monitor Monitor Monitor Monitor Monitor
Potassium Monitor Monitor Monitor Monitor Momnitor Monitor Monitor Monitor
Sodium Monitor Monitor Monitor Monitor Monitor Monitor Monitor Monitor
Sulfate Monitor 144 Monitor 126 Monitor 86 Monitor 411
Total dissolved solids Monitor 874 Monitor 1359 Maonitor 1094 Monitor 2392
Cation/anion balance Monitor Monitor Monitor Monitor Monitor Monitor Monitor Monitor
Aluminum Monitor 0.71 Monitor 0.71 Monitor 0.71 Monitor 0.71
Antimony 0.006 0.0048 0.006 0.0048 0.0076 Monitor 0.006 0.0048
Arsenic? 0.05 0.026 0.05 0.026 0.05 0.026 0.05 0.026
Barium 2.0 1.6 ¢ 2.0 1.6 2.0 1.6 2.0 1.6
Beryllium 0.004 0.0032 0.0043 0.0032 0.004 0.032 0.004 0.0032
Cadmium 0.005 0.004 0.02 Monitor 0.02 Monitor 0.005 0.004
Chromium (total) 0.10 0.08 0.10 0.08 0.10 0.08 0.10 0.08
Cobalt Monitor 0.005 Monitor 0.005 Monitor 0.005 Monitor 0.005
Copper Monitor .51 Monitor 0.51 Monitor 0.51 Monitor 0.51
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Iron (total) Monitor 2.2 Monitor 22 Monitor 22 Monitor 2.2
Lead 0.05 0.04 (.05 0.04 (.05 (.04 0.05 0.04
TABLE 4.1-7 Semi-Annual Compliance Groundwater Monitoring (in mg/L unless otherwise noted)
POC Well # M14-GL POC Well # M15-GU POC Well # M22-0O POC Well # M23-UBF
Parameter AQL AL AQL AL AQL AL AQL AL
(mg/l) {mg/1) (mg/l) (mg/1} (mg/l) {mg/1) (mg/l) {mg/1)
Manganese Monitor (.22 Monitor 0.22 Monitor 0.22 Monitor 0.22
Mercury 0.002 0.0016 0.002 0.0016 0.002 0.0016 (0.002 0.0016
Nickel 0.1 0.08 0.1 0.08 0.1 0.08 0.10 0.08
Sclenium 0.05 0.04 0.05 0.04 0.05 0.04 0.05 0.04
Thallium 0.002 0.0016 0.002 0.0016 0.01 Monitor 0.012 Monitor
Zinc Monitor 25 Monitor 25 Monitor 2.5 Monitor 25
Adjusted Gross  Alpha®
{(pCi/L) 15 12 15 12 15 12 15 12
Radium 226 + 228 (pCi/L) 5 4 5 4 5 4 5 4
Uranium Isotopes (pCi/L) Monitor Monitor Monitor Monitor Monitor Monitor Monitor Monitor
Uranium, Total (pg/L}) Monitor Monitor Momnttor Monitor Monitor Monitor Monitor Monitor
Total petroleum . Monitor Monitor Monitor Monitor Monitor Monitor Monitor
hydrocarbons- diesel Monitor
Benzene 0.005 0.004 0.005 0.004 0.005 0.004 0.005 0.004
Ethylbenzene 0.7 0.56 0.7 0.56 0.7 0.56 0.7 0.56
Toluene 1.0 0.08 1.0 0.08 1.0 0.08 1.0 0.08
Total Xvlene 10 8 10 8 10 8 10 8

Metals must be analyzed as dissolved metals,
Monitor = Monitoring required, but no AQL or AL will be established in the permit.
The Alert Level for Arsenic is a narrative standard that is applied in order to protect downgradient users and will be revised, as necessary, in accordance
with Section 2,3.7 and Section 3.0 to ensure that the UPL of 0.01 mg/L is not exceeded at the downgradient edge of the State Mineral Lease Land.
If the gross alpha particle activity is greater than the AL or AQL, then calculate the adjusted gross alpha particle activity. The adjusted gross alpha particle
activity is the gross alpha particle activity, including radium 226, and any other alpha emitters, if present in the water sample, minus radon and total uranium
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(the sum of uranium 238, uranium 235 and uranium 234 isotopes). The gross alpha analytical procedure (evaporation technique: EPA Method 900.0) drives
off radon gas in the water samples. Therefore, the Adjusted Gross Alpha should be calculated using the following formula: (Laboratory Reported Gross Alpha
MINUS Sum of the Uranium Isotopes).

Uranium Isotope activity results must be used for calculating Adjusted Gross Alpha,
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TABLE 4.1-7 Semi-Annual Compliance Groundwater Monitoring (in mg/L unless otherwise noted)

Parameter' POC Well ¥ M54-LBF POC Well #M54-0 POC Well # M52-UBF
AQL AL AQL AL AQL AL
(mg/l) (mgh) | (mg (mg/l) (mg/) (mg/1)
Depth to Groundwater (ft Monitor? Monitor Monitor Monitor Monitor Monitor
Water Level Elevation (ft Monitor Monitor Monitor Monitor Monitor Monitor
pH- field) (S.U.) Monitor Monitor Monitor Monitor Monitor Monitor
Specific conductance - Monitor Monitor Monitor Monitor Monitor Moniter
field) (umhos/em)
Temperature -field(°F) Monitor Monitor Monitor Monitor Monitor Monitor
pH (lab} Monitor Monitor Monitor Monitor Monitor Monitor
Bicarbonate Monitor Monitor Monitor Monitor Maonitor Monitor
Calcium Monitor Monitor Monitor Monitor Monitor Monitor
Carbonate Monitor Monitor Monitor Monitor Monitor Monitor
Chloride Monitor Monitor Monitor Monitor Monitor Monitor
Fluoride Reserved® Reserved Reserved Reserved Reserved Reserved
Magnesium Monitor Reserved Monitor Reserved Monitor Reserved
Nitrate as nitrogen Monitor Monitor Monitor Monitor Monitor Monitor
Potassium Monitor Monitor Monitor Monitor Monitor Monitor
Sodium Monitor Monitor Monitor Monitor Momitor Monitor
Sulfate Monitor Reserved Monitor Reserved Monitor Reserved
Total dissolved solids Monitor Reserved Monitor Reserved Maonitor Reserved
Cation/anion balance Monitor Monitor Monitor Monitor Monitor Monitor
Aluminum Monitor Réserved Monitor Reserved Monitor Reserved
Antimony Reserved Reserved Reserved Reserved Reserved Reserved
Arsenic? 0.05 0.026 0.05 0.026 Reserved Reserved
Barium Reserved Reserved Reserved Reserved Reserved Reserved
Beryllium Reserved Reserved Reserved Reserved Reserved Reserved
Cadmium Reserved Reserved Reserved Reserved Reserved Reserved
Chromium (total) Reserved Reserved Reserved Reserved Reserved Reserved
Cobalt Monitor Reserved Monitor Reserved Monitor Reserved
Copper Monitor Reserved Monitor Reserved Monitor Reserved
Tron Monitor Reserved Monitor Reserved Monitor Reserved
Lead Reserved Reserved Reserved Reserved Reserved Reserved
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TABLE 4.1-7 Semi-Annual Compliance Groundwater Monitoring (in mg/L unless otherwise noted)
POC Well # M54-LBF POC Well # M54-0 POC Well # M52-UBF
Parameter AQL AL AQL AL AQL AL
(mg/l) (mg/l) (mg/l) (mg/T) (mg/l) (mg/l)
Manganese Monitor Reserved Monitor Reserved Monitor Reserved
Mercury Rescrved Reserved Reserved Reserved Reserved Reserved
Nickel Reserved Reserved Reserved Reserved Reserved Reserved
Selenium Reserved Reserved Reserved Reserved Reserved Reserved
Thallium Reserved Reserved Reserved Reserved Reserved Reserved
Zinc Monitor Reserved Moniter Reserved Monitor Reserved
Adjusted Gross Alpha * Reserved Reserved Reserved Reserved Reserved Reserved
(pCi/L)
Radiwm 226 + 228 (pCi/L) Reserved Reserved Reserved Reserved Reserved Reserved
Uranium Isotopes (pCi/L) Moenitor - Monitor Monitor Monitor Monitor Monitor
Uranium, Total (1g/L) Monitor Monitor Monitor Monitor Monitor Monitor
Total petroleum Monitor Monitor Monitor Monitor Monitor Monitor
hydrocarbons- diesel
Benzene 0.005 0.004 0.005 0.G04 0.005 0.004
Ethylbenzene 0.7 0.56 0.7 0.56 0.7 0.56
Toluene 1.0 0.08 1.0 0.08 1.0 0.08
Total Xylene 10 g 10 8 10 8

—_—

Metals must be analyzed as dissolved metals.
Monitor = Monitoring required, but no AQL or AL will be established in the permit.

The Alert Level for Arsenic is a narrative standard that is applied in order to protect downgradient users and will be revised, as necessary, in
accordance with Section 2.5.7 and Section 3.0 to ensure that the UPL of 0.01 mg/L is not exceeded at the downgradient edge of the State
Mineral Lease Land.

If the gross alpha particle activity is greater than the AL or AQL, then calculate the adjusted gross alpha particle activity. The adjusted gross
alpha particle activity is the gross alpha particle activity, including radium 226, and any other alpha emitters, if present in the water sample,
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minus radon and total uranium (the sum of uranium 238, uranium 235 and uranium 234 isotopes). The gross alpha analytical procedure
(evaporation technique: EPA Method 900.0) drives off radon gas in the water samples. Therefore, the Adjusted Gross Alpha should be
calculated using the following formula: (Laboratory Reported Gross Alpha MINUS Sum of the Uranium Isotopes).

Uranium Isotope activity results must be used for calculating Adjusted Gross. Alpha,

Reserved = At the conclusion of eight (8) rounds of groundwater sampling; the permittee is required to submit an Ambient Groundwater Report
and a permit amendment request to the WPS to propose AQLs and ALs in accordance with the Compliance Schedule (Section 3.0). Alert levels
and aquifer quality limits shall be established as required in Sections 2.5.3.2.1 and 2.5.3.2.2

Table 4.1-7B Semi-Anuoual Operational Groundwater Maonitoring
Supplemental Well Supplemental Well Supplemental Supplemental Well

MS55-UBF M56-LBF Well M-58-0

Parameter MS7-0
AL AL AL AL
(mg/) (mg/l) (mg/l) {mg/1)
Depth to Groundwater Monitor Monitor Monitor Monitor
(ft bgs)
Water Level Elevation Monitor Monitor Monitor Monitor
(ft amsl)
pH- field) (5.U.) "~ Monitor Monitor Monitor Monitor
Specific conductance - Monitor Monitor Monitor Monitor
¢

Temperature -field(°F} Monitor Monitor Monitor Monitor
pH (lab) Monitor Manitor Monitor Moanitor
Bicarbonate Meonitor Monitor Monitor Monitor
Calcium Monitor Monitor Monitor Monitor
Carbonate Monitor Monitor Monitor Monitor
Chloride Monitor Monitor Monitor Monitor
Fluoride Reserved Reserved Reserved Reserved
Magnesium Reserved Reserved Reserved Reserved
Nitrate as nitrogen ! Monitor Monitor Monitor Monitor
Potassium Monitor Monitor Monitor Monitor
Sodium Monitor Monitor Monitor Monitor
Sulfate Reserved Reserved Reserved Reserved
Total dissolved solids Reserved Reserved Reserved Reserved
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Cation/amon balance Monitor Monitor Monitor Monitor
Aluminum Reserved Reserved Reserved Reserved
Antimony Reserved Reserved Reserved Reserved
Arsenic Reserved Reserved Reserved Reserved
Barium Reserved Reserved Reserved Reserved
Beryllium Reserved Reserved Reserved Reserved
Cadmium Reserved Reserved Rescrved Reserved
Chromium {total) Reserved Reserved Reserved Reserved
Cobalt Reserved Reserved Reserved Reserved
Copper Reserved Reserved Reserved Reserved
Tron Reserved Reserved Reserved Reserved
Lead Reserved Reserved Reserved Reserved
Manganese Reserved Reserved Reserved Reserved
Mercury Rescrved Reserved Reserved Reserved
Table 4.1-7B Semi-Annual Operational Groundwater Monitoring
Supplemental Well Supplemental Well Supplemental Supplemental Well

M55-UBFE M56-LBF Well M-58-0

Parameter MS7-0
AL AL AL AL
(mg/l) {(mg/1) (mg/l} (mg/)

Nickel Reserved Reserved Reserved Reserved
Selenium Reserved Reserved Reserved Reserved
Thallium Reserved Reserved Reserved Reserved
Zine Reserved Reserved Reserved Reserved
Gross Alpha Reserved Reserved Rescrved Reserved
Adjusted Alpha 24 Reserved Reserved Reserved Reserved
Radium 226 + 228 * Reserved Reserved Reserved Reserved
Uranium lsotopes ? Monitor Monitor Monitor Monitor
Uranium (total) Moanitor Monitor Monitor Manitor
TPH - diesel Monitor Monitor Monitar Monitor
Benzene Reserved Reserved Reserved Reserved
FEthylbenzene Reserved Reserved Reserved Reserved
Toluene Reserved Reserved Reserved Reserved
Total Xylene Reserved Reserved Reserved Reserved
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Supplemental Well Supplemental Well Supplemental Operational Monitor
M-59-0 M-60-0O Well Well MW-01
Parameter
AL AL AL AL
(mg/l) (mg/T) (mg/) (mg/T)

Depth to Groundwater Monitor Monitor Monitor Monitor

(fi bgs)
Water Level Elevation Monitor Monitor Monitor Monitor

(ft amst)
pH- field) (8.U.) Monitor Monitor Monitor Monitor
Specific conductance - Monttor Monitor Monitor Monitor

field) (umhos/cm)
Temperature -field(°T) Monitor Monitor Monitor Monitor
pH (lab) Monitor Monitor Monitor Monitor
Bicarbonate Monitor Monitor Monitor Monitor
Calcium Monitor Monitor Monitor Monitor
Carbonate Monitor Monitor Monitor Monitor
Chloride Mornitor Momtor Monitor Monitor
Fluoride Reserved Reserved Reserved Reserved
Magnesium Reserved Reserved Reserved Reserved
Nitrate as Nitrogen! Momnitor Monitor Monitor Momitor
Potassium Reserved Reserved Reserved Reserved
Sodium Reserved Reserved Reserved Reserved
Sulfate Reserved Reserved Reserved Reserved
Total dissolved solids Reserved Reserved Reserved Reserved
Cation/anjon balance Monitor Monitor Monitor Monitor
Aluminum Reserved Reserved Reserved Reserved
Antimony Reserved Reserved Reserved Reserved
Arsenic Reserved Reserved Reserved Reserved
Barium Reserved Reserved Reserved Reserved
Beryllium Reserved Reserved Reserved Reserved
Cadmium Reserved Reserved Reserved Reserved
Chromium {total} Reserved Reserved Reserved Reserved
Cobalt Reserved Reserved Reserved Reserved
Copper Reserved Reserved Reserved Reserved
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[ron Reserved Reserved Reserved Reserved
Lead Reserved Reserved Reserved Reserved
Manganese Reserved Reserved Reserved Reserved
Mercury Reserved Reserved Reserved Reserved
Nickel Reserved Reserved Reserved Reserved
Selenium Reserved Reserved Reserved Reserved
Thallium Reserved Reserved Reserved Reserved
Zinc Reserved Reserved Reserved Reserved
Gross Alpha Reserved Reserved Reserved Reserved
Adjusted Alpha %? Reserved Reserved Reserved Reserved
Radium 226 + 2282 Reserved Reserved Reserved Reserved
Uranium Isotopes 2 Monitor Monitor Monitor Monitor
Uranium (total} Reserved Reserved Reserved Reserved
TPH - diesel Monitor Monitor Monitor Monitor
Benzene Reserved Reserved Reserved Reserved
Ethylbenzene Reserved Reserved Reserved Reserved
Toluene Reserved Reserved Reserved Reserved
Total Xylene Reserved Reserved Reserved Reserved

1. Nitrate will be used only for calculation of cation/anion balance because of regional nitrate pollution and none used in processes.
2. These parameters are to be analyzed for only if the concentration of Gross Alpha Particle Activity exceeds the established alert
level.

3. Adjusted pross alphadncludes radium-226 but excludes radon-222 and total uranium,

AL = Alert Level

1t amsl = feet above mean sea level

ft bgs = feet below ground surface

mg/L = milligrams per liter

mhos/cm = mhos per centimeter

S.U. = Standard Units

TPH = Toral petroleum hydrocarbons
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TABLE 4.1-8
In-Situ BADCT Manitoring
Monitori R ti
Parameter |Wells Monitored onfforing Alert Level Method eporting
Frequency Frequency
Injection Rate All Injection Monthly When Greater Flow Meter Monthly
of well field Wells average than 240gpm
Recovery Rate | All Recovery Monthly Maximum 300 Flow Meter Monthly
of well field Wells average gpm
Recovered  |Comparison of all Daily Recovered Flow Meter Weekly
Volume to Injection Wells Volume is Less
Injection and all Recovery than Injected
Volume Wells Volume
Inward Four injection | Daily average Less than 1- Transducer Weekly
Hydraulic Wells and Four foot differential
Gradient Observation as a daily
Wells average*
Maximum All Injection Datly When Greater | Pressure Gauge Weekly
Injection Wells than 0.65
Pressure psi/ft.
LBFU Bulk Measured at Weekly Reserved Exclusion Quarterly
Electrical Sensors Installed Zone/LBFU
Conductivity on All Conductivity
Observation Sensors
Wells
Well Bore Measurcd at Quarterly Current Value Annular Quarterly
Electrical Sensors Installed Greater than Conductivity
Conductivity |Above MFGU on Previous Value Device
ALL Observation
Wells,
Supplemental
Wells,
Operational
Monitoring Well
{(MW-01) and
Multi-Level
Sampling Wells
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Fluid Electrical | Comparison of Daily Observation Fluid Sample Quarterly
Conductivity Fluid Sample Well
Collected From Conductivity
All Observation Equal to or
Wells and All Greater than
Injection Wells Injection Well
Conductivity
Cone (?f gﬁ:?-:;?;n[zgw Compiled glr:\?;?o‘:?;gr Potentiometric Quarlerly
Depression  keompiled using Monthly Downgradicnt Surface Map
Water Levels Edge
Measured at All of
Obscrvation PMA Boundary
Wells, {as measured at
Supplemental M54-0) is
Monitoring Wells Higher than
Completed 1n the Groundwater
Oxide, Elcvation at the
Operational Downgradient
Monitoring Well PTF
IMW-01, and POC Observation
Wells Completed Well
in the Oxide

*Per monitoring of designated 4-pairs of observation/recovery wells (EP A UIC Class HT)
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6.0 NOTIFICATION PROVISIONS

6.1

6.2

6.3

6.4

6.6

6.7

6.8

Annual Registration Fees

The permittee is notified of the obligation to pay an Annual Registration Fee to ADEQ. The Annual
Registration Fee is based upon the amount of daily influent or discharge of pollutants in gallons per day as
established by A.R.8. § 49-242.

Duty to Comply [A.R.S. §§ 49-221 through 49-263|

The permiltee is notificd of the ebligation to comply with all conditions of this permit and all applicable
provisions of Title 49, Chapter 2, Articles 1, 2 and 3 of the Arizona Revised Statutes, Title 18, Chapter 9,
Articles 1 through 4, and Title 18, Chapter 11, Article 4 of the Arizona Administrative Code. Any permit
non-compliance constitutes a vielation and is grounds for an enforcement action pursuant to Title 49, Chapter
2, Article 4 or permit amendment, suspension, or revocation.

Duty to Provide [nformation |A.R.S. §§ 49-243(K)(2) and 49-243(K)(8})]

The permittee shall furnish to the Director, or an authorized representative, within a time specified, any
informatien which the Dircetor may request to determine whether cause exists for anmiending or terminating
this permit, or to determine compliance with this permit. The permittce shall alse furmish to the Director,
upon request, copics of records required to be kept by this permit.

Compliance with Aquifer Water Quality Standards [A.R.S. §§ 49-243(B)(2) and 49-243(B)(3)]

The permittee shall not cause or contribute to a violation of an aquifer water quality standard at the applicable
point of compliance for the facility. Where, at the time of issuance of the permit, 2n aquifer alrecady exceeds
an aquifer water quality standard for a pollutant, the permittee shall not discharge that pollutant so as to
further degrade, at the applicable point of compliance for the facility, the water quality of any aquifer for that
pollutant.

Technical and Financial Capability

[A.R.5. §8§ 49-243(K)(8) and 49-243(N) and A.A.C. R18-9-A202(B) and R18-9-A203(E) and (F)]

The permittee shall have and maintain the technical and financial capability necessary to fully carry out the
terms and conditions of this permit. Any bond, insurance policy, trust fund, or ether financial assurance
mechanism provided as a demonstration of financial capability in the permit application, pursuant to A A.C.
R18-9-A203(D), shall be in effect prior to any discharge authorized by this permit and shall remain in effect
for the duration of the permit.

Reporting of Bankruptcy or Environmental Enforcement  [A.A.C. R18-9-A207(C)]

The permittee shall notify the Director within five days after the occurrence of any one of the following:

1. The filing of bankruptcy by the permittee.

2. The entry of any order or judgment not issued by the Director against the permittee for the enforcement of
any enviroumental protection statute or rule.

Monitoring and Records [A.R.S. § 49-243(K)(8) and A.A.C. R18-9-A206]

The permittee shall conduct any monitoring activity necessary to assure compliance with this permit, with the
applicable water quality standards cstablished pursuant to A.R.S. §§ 49-221 and 49-223 and §§ 49-241
through 49-252,

Inspection and Entry [A.R.S. §§ 41-1009, 49-203(B) and 49-243(K)(8)|

In accordance with A.R.S. §§ 41-1009 and 49-203(B), the permittece shall allow the Director, or an authorized
representative, upon the presentation of credentials and other documents as may be required by law, to enter
and inspect the facility as reasonably necessary to ensure compliance with Title 49, Chapter 2, Article 3 of the
Arizona Revised Statutes, und Title 18, Chapter 9, Articles 1 through 4 of the Arizona Administrative Codc
and the terms and conditions of this permit.
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Duty to Modify [A.R.S. § 49-243(K)(8) and A.A.C. R18-9-A211]
The permittee shall apply for and receive a written amendment before deviating from any of the designs or
operational practices specified by this permit.

Permit Action: Amendment, Transfer, Suspension & Revocation
[A.R.S. §§ 49-201, 49-241 through 251, A.A.C. R18-9-A211, R18-9-A212 and R18-9-A213]
This permit may be amended, transferred, renewed, or revoked for cause, under the rules of the Department.

The permittee shall notify the Water Permits Section in writing within 15 days after any change in the owner
or operator of the facility. The notification shall state the permit number, the name of the facility, the date of
property transfer, and the name, address, and phone number where the new owncer or operator can be reached.
The operator shall advise the new owner or operators of thc terms of this permit and the need for permit
transfer in accordance with the rules.

7.0 ADDITIONAL PERMIT CONDITIONS

7.1

7.2

7.3

Other Information [A.R.S. § 49-243(K)(8)]

Where the permittee becomes aware that it failed to submit any relevant facts in a permit application, or
submitted incorrect information in & permit applicatiofi or in any teport to the Directot, the permittee shall
promptly submit the correct facts or information.

Severability

[A.R.S. §§ 49-201, 49-241 through 251, A.A.C. R18-9-A211, R18-9-A212 and R18-9-A213]

The provisions of this permit arc severable, and if any provision of this permit, or the application of any
provision of this permit to any circumstance, is held invalid, the application of such provision to other
circumstanccs, afid the remainder of this permit, shall not be affected thereby. The filing of a request by the
permittee for a permit action does not stay or suspcnd the effectiveness of any existing permit condition.

Permit Transfer
This permit may not be transferred to any other person except after notice to and approval of the transfer by

.the Department. No transfer shall be approved until the applicant complies with all transfer requirements as

specified in A.A.C. R18-9-A212(B) and (C).






